PROJECT LOCATION PLAN

HISTORIC PHOTO - CIRCA 1915

WEST 98TH STREET

RIVERSIDE DRIVE
WEST END AVENUE

40'-8"

ELEVATOR /
STARR

CORRIDOR

WEST 97TH STREET

HISTORIC DISTRICT MAP - DESIGNATED IN 2015

BALCONIES REMOVED DURING
1982 FACADE RENOVATION

[771 WEST END AVE|
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ORIGINAL MULTI-DIVIDED
LIGHT DBL HUNG WINDOWS.

ALL WINDOWS WERE
REPLACED DURING MAJOR
FACADE RENOVATIONS IN
1982 TO 1-OVER-1 DBL HUNG
UNITS ACCORDING TO CO-OP
BOARD RECORDS. THE ONLY
HISTORIC CONFIGURATIONS
THAT REMAIN ARE THE
WINDOWS AT THE STAIR
HALL. REFER TO SHEET 4 FOR
DESIGNATION PHOTOS.
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DESIGNATION PHOTOS - 2015

APT 12A

= EXISTING 1-OVER-1, DBL HUNG WINDOWS

= HISTORIC CONFIGURATION, DBL HUNG WINDOWS
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DESIGNATION PHOTOS - 2015

= EXISTING 1-OVER-1, DBL HUNG WINDOWS

= HISTORIC CONFIGURATION, DBL HUNG WINDOWS
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CONSTRUCTION PLAN - APARTMENT 12A

DESIGNATION PHOTOS - 2015
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APT 12A
@ PROJECT NORTH CONSTRUCTION PLAN

= EXISTING 1-OVER-1, DBL HUNG WINDOWS

= HISTORIC CONFIGURATION, DBL HUNG WINDOWS

CHRISTMAN RESIDENCE

771 WEST END AVENUE
APARTMENT 12A

APPLICATION FOR
WINDOW REPLACEMENT
TO MATCH EXISTING:

1 OVER 1 DBL HUNG
WOOD CLAD UNITS

SHEET 4 OF 13

CWBF«RCHITECTS



EXISTING CONDITIONS

771 WEST END AVENUE - VIEW TO ENTRY FROM WEST END AVENUE

APT 12A

APT 12A

771 WEST END AVENUE - VIEW FROM 97th STREET CORNER

771 WEST END AVENUE - VIEW FROM WEST END AVENUE
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NEW WINDOWS BY HEIGHTS HISTORIC

NEW WINDOWS BY HEIGHTS HISTORIC

NEW WINDOWS BY HEIGHTS HISTORIC
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WINDOW DETAILS

ENTRY COURTYARD
FACADE: EXISTING

N.T.S.

5

EX'G STEEL

DBL HUNG WINDOW

N.T.S.

WINDOW DTL: 1211A

N.T.S.

2)

4

COLOR TO MATCH EXISTING WINDOW UNITS:
LOEWEN - MIDNIGHT BRONZE, EQUIVALENT
TO ARCHITECTURAL BRONZE

WINDOW DTL: 1202B

N.T.S.

T
O
DOUBLE HUNG UNIT
1

FIXED PANEL W/ LOUVERS

WINDOW DTL:
1204A / 1202A

(3)

N.T.S.

<
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EX'G CONDITION
INTERIOR FACADE

SCALE 3/16" = 1'-0"
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CHRISTMAN RESIDENCE

771 WEST END AVENUE

UPPER SASH TO ALIGN APARTMENT 12A
=l L A\ A ———— = il \l

CENTERED ON MEETING RAIL AT
DOUBLE HUNG UNIT

P / / \ MEETING RAIL AT AWNING
Tl OVER FIXED GLAZING TO BE
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DETAIL VIEW OF MEETING RAIL . !
FOR AWNING OVER FIXED SASH N <—— DETAIL WHERE GLASS IS

N / REPLACED WITH METAL GRILLE

DETAIL VIEW OF MEETING RAIL
FOR DOUBLE HUNG UNITS

GRILLE FOR CONDENSING UNIT
INSTALLED AT INTERIOR

/ r LOWER SASH TO ALIGN
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THROUGH-WINDOW CONDENSING UNIT LOCATIONS

CHRISTMAN RESIDENCE

- IMAGE KEY* 771 WEST END AVENUE
12THFLOOR, APT12A-| U=~ _ APARTMENT 12A
AREA OF WORK - - ~ o . PROPOSED
\ P R A - CONDENSING UNIT AT LOWER HALF OF WINDOW
.7 RN B - CONDENSING UNIT AT LOWER HALF OF WINDOW
' ~
\ s ~
v R » EXISTING
' AP _-"~. Se L 01 - (2) CUs AT 6TH FLOOR WINDOW
: -7 S N : 02 - CU AT LOWER HALF OF WINDOW; 4TH FLR
, . RN I 03 - CU AT UPPER HALF OF WINDOW; 4TH FLR
I - - o . ' B J|
2 ~ P
-z
e
—
—
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— 6TH FLOOR: EXISTING
01 INSTALLATIONS
—_—
03 — < 4TH FLOOR: EXISTING
02 INSTALLATIONS

APPLICATION FOR

WINDOW REPLACEMENT
TO MATCH EXISTING:

— 1 OVER 1 DBL HUNG

WOOD CLAD UNITS
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771 WEST END AVENUE - 3D VIEW FROM WEST END AVENUE




THROUGH-WINDOW CONDENSING UNIT LOCATIONS - EXISTING CONDITIONS @ NEIGHBORING APARTMENTS

01

01 - (2) CONDENSING UNITS AT 6TH FLOOR WINDOW; FULL

WINDOW

02

02 - CONDENSING UNIT AT 4TH FLOOR WINDOW; LOWER HALF WITH
DOUBLE HUNG ABOVE

03

03 - CONDENSING UNITS AT 4TH FLOOR WINDOW; UPPER HALF
WITH DOUBLE HUNG BELOW

CHRISTMAN RESIDENCE

771 WEST END AVENUE
APARTMENT 12A

APPLICATION FOR
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THROUGH-WINDOW CONDENSING UNIT LOCATIONS

APT 12A —

A - CONDENSING UNIT AT LOWER HALF OF WINDOW WITH AWNING UNIT ABOVE
B - CONDENSING UNIT AT LOWER HALF OF WINDOW WITH DOUBLE HUNG ABOVE TO MATCH 4TH FLR INSTALLATION
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TYPICAL WINDOW SECTION @ THROUGH-WINDOW CONDENSING UNITS

SEALANT

"RELIABLE" GRILLTAL12 BY AEROSYS
INC. "MIDNIGHT BRONZE" TO MATCH
WINDOW FRAME.

PROVIDE BACKER ROD
AND SEALANT AT TWO
QUARTER POINTS, TYP.

SEALANT

2"X2"X 3/16" STEEL
ANGLE
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NEW LOEWEN ALUM CLAD WINDOW,
REF TO WIN DETAILS, FIXED PANEL AT

CONDENSER LOCN'S

SILL, SILL PAN, AND
EXISTING MASONRY TO
REMAIN

2"X2"X 3/16" STEEL
PLATE, CROSS BRACE
EACH SIDE

2"X2"X 3/16" STEEL
ANGLE

TYPICAL THRU-WINDOW

—

CONDENSING
UNIT INSERTED
INTO INNER
SLEEVE

CUSTOM ENCLOSURE
CABINET W/ ACCESS
PANEL

1" RIGID INSULATION &
"QUIET BARRIER" MD
SOUND DEADENING MAT

DAMPING SHEET, SOUND
DEADENER MAT, MODEL
#KDD-3553, OR
APPROVED EQUAL,
BETWEEN & ON TOP OF
DUROCK BOARD

(2) LAYERS 1/2" DUROCK
CEMENT BOARD OR
APPROVED EQUAL

INNER (SECONDARY)
METAL SLEEVE TO HOLD
CONDENSER UNIT, SET
AGAINST FIBERGLASS
BOARD, ALL SIDES
2"X2"X 3/16" STEEL
ANGLE STIFFNER

(2) LAYERS 3/4" THICK 16X
VIBRATION ISOLATOR
PADS, MASON SUPER W
FIBERGLASS BOARD, ALL
SIDES

SOUND SLEEVE DETAIL
SCALE 1 1/2" = 1'-0" 1
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