
Captain Tilly Park 
Comfort Station
Reconstruction
Community Board Meeting
Located near Highland Ave and 165th Street, 
in the Borough of Queens.

Community Board Meeting
Date 4/4/19
Jorge Prado, NYC Parks

Total Budget: $2.123m
    Mayor, Bill de Blasio - $2.123m FY18



Goals
•	Reconstruct restrooms and make them ADA accessible
•	Upgrade Electrical, Mechanical, Plumbing, & change to electric heating
•	Restore exterior and replace roofing membrane
•	Replace doors, windows, and security screens
•	Reinforce Structural Foundation
•	Removal of low wing walls to eliminate security hazard.
•	Replace Utility Lines
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Captain Tilly Park

The potential areas that could be 
impacted by the 100-Year flood in the 
2050s based on projections of the 
high-estimate 90th percentile sea level 
rise scenario (NYC Panel on Climate 
Change (NPCC) 2015 data).

Flood Hazard Zones

1% Annual Chance Floodplain (100 
Year Floodplain) The area that has a 1% 
chance of flooding in any given year.

2050s Projected 100-year Floodplain

2015 Preliminary 100-year Floodplain
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Site

Land Use Categories

Commercial

Multi-Family Residential

Institutional

Mixed Use

Industrial

Transportation / Utilities

Open Space And Outdoor Recreation

Parking

Vacant Lots

1 And 2 Family Residential
N
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Briarwood Playground
Basketball Courts
Handball Courts
Playgrounds
Spray Showers

5 min (1/4 mile) 
walk radius

Rufus King Park
Comfort Station
Eateries
Handball Courts
Historic Houses
Playgrounds
Spray Showers
Wi-Fi Hot Spots

Major Mark Park

Joseph Austin 
Playground
Comfort Station
Baseball
Eateries
Handball Courts
Playgrounds
Spray Showers

Hillcrest High School

St. John’s University 
Campus

Jamaica High School

N
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Legend
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COMFORT STATION

SEATING
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MECH. ROOMS 
& STORAGE
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EXISTING BENCHES TO 
REMAIN (TYP.)

EXISTING DRINKING 
FOUNTAIN TO BE REPLACED 

EXISTING ENTRY AND 
GRANITE PLAZA TO REMAIN

EXISTING LIGHT POSTS TO 
REMAIN (TYP)

REMOVE EXISTING 
LOW WALL, TYP.

STRUCTURAL
ROOT ZONE
CRITICAL 
ROOT ZONE

CANOPY

Legend

4 TREE IDENTIFICATION 
NUMBER
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0' 100' 200'

0 50' 100'

0' 100' 200'

1 - West Elevation

HIGHLAND AVECOMFORT
STATION

1ST ENTRANCE FROM 
HIGHLAND AVE 
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0' 100' 200'

0 50' 100'

0' 100' 200'

1 -Existing Site

COMFORT
STATION

HIGHLAND AVE FLAGPOLE & 
MONUMENTS MONUMENT 

2ND ENTRANCE 
FROM HIGHLAND 
AVE 

1ST ENTRANCE 
FROM HIGHLAND 
AVE 
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0' 100' 200'

0 50' 100'

0' 100' 200'

1 - West Elevation 2 -  East Elevation
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Comfort Station Reconstruction

1

2



0' 100' 200'

0 50' 100'

0' 100' 200'

1 - South Elevation
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  |  ExistingCaptain Tilly Park

Comfort Station Reconstruction
1

1 - North Elevation
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MEN’S RESTROOM WOMAN’S RESTROOM
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  |  Captain Tilly Park
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STORAGE ROOM PUMP ROOM BOILER ROOM
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  |  Captain Tilly Park

Comfort Station Reconstruction
  |  Existing



CRAWL SPACE ROOF

17
  |  Captain Tilly Park

Comfort Station Reconstruction
   Existing



NEW STUCCO FINISH AT EXTERIOR (TYP.)

REPLACE FOUNTAIN WITH ADA COMPLIANT 
DRINKING FOUNTAIN.

NEW HOLLOW METAL ADA COMPLIANT TOILET 
DOORS, TYP.

REMOVE SIGNAGE

PROVIDE OCTAGONAL VENT, TYP.

REMOVE LOW WALL AT BOTH SIDES, TYP.

NEW ENTRY DOOR INTO M&O SPACE WITH ADA 
COMPLIANT GRANITE PAVING UP TO ENTRY

NEW PRECAST STONE CORNICE TO MATCH THE 
ORIGINAL DESIGN.

NEW ROOFING  MEMBRANE

REPLACE EXISTING LIMESTONE WITH PRECAST 
STONE

ENLARGE WINDOWS WITH NEW SECURITY 
SCREENS. 

REMOVE EXISTING ROOF VENTS, TYP.
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  | 
0 20' 40'

Scale: 1" = 20'-0"

10'

WOMEN’S

MECH. 
ROOMS 
& STOR.

MEN’S

REMOVE LOW WALLS AT BOTH 
SIDES, TYP.

EXISTING DRINKING FOUNTAIN 
TO BE REPLACED WITH ADA 
COMPLIANT DRINKING FOUNTAIN

EXTEND GRANITE PAVING TO MAKE 
NEW ENTRY TO M&O SPACE 

RESIZE PLANTING AREA TO 
BE SYMMETRICAL WITH NEW 
CONCRETE SLAB 

19
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EXISTING 
TREES, TYP.

FLOWERING QUINCE
CHAENOMELES SPECIOSA 
VAR. DOUBLE TAKE 
“ORANGE STORM” 

ILEX GLABRA 
‘COMPACTA’

Proposed Site Plan



MEN’S
TOILET

WOMEN’S
TOILET

  | Removals Plan

PUMP 
ROOM

BOILER 
ROOM

STORAGE

0 2 4 8

FLOOR
HATCH

FLOOR
HATCH

LAKE
PUMP

HWH
ABOVE

WM

UNIT
HEATER

WMRP8

FD

FD

FD

FD

EXISTING DOOR , TYP.

EXISTING GLAZED BLOCK 
WALLS, TYP.

EXISTING DRINKING 
FOUNTAIN

EXISTING TOILET 
DOOR, TYP.

REMOVE LOW WALL, 
TYP.

EXISTING TERRAZZO 
FLOOR, TYP.

EXISTING DOOR TO BE REMOVED  AND 
OPENING TO BE FILLED

EXISTING 
GRANITE PAVING, 
TYP.

EXISTING FLOWER 
BED

DECOMMISSIONED 
FOUNTAIN BASIN

EXISTING EQUIPMENT, LIGHTING, 
AND CAGES AT THE EXTERIOR TO BE 
REMOVED, TYP.
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0 2 4 8

FLOOR
HATCH

FLOOR
HATCH

LAKE
PUMP

ELEC. ELEC. ELEC.
METER

NEW
EXHAUST
FAN

FD FD

FD

FD
FD

1'-81
2"

2'
-0

"

WMWMRPZBOOSTER

HWH

ELEC.
HEATER
ABOVE

MEN’S
TOILET

WOMEN’S
TOILET

  |  Proposed Floor Plan

PUMP 
ROOM

BOILER 
ROOM

STORAGE

NEW STUCCO FINISH AT 
EXTERIOR, TYP.

NEW ADA  DRINKING 
FOUNTAIN

NEW ADA TOILET 
DOORS WITH 
TRANSOM WINDOW 
ABOVE, TYP.

LIMESTONE TRIM AT DOOR 
AND WINDOWS TO BE 
REPLACED WITH PRECAST 
STONE, TYP.

NEW CONCRETE SLAB

ENLARGE WINDOWS 
WITH PRECAST STONE 
BLOCK BELOW

NEW ADA COMPLIANT 
PLUMBING  FIXTURES 
(TYP)

NEW WALL & VENT AT 
EXISTING OPENING. 
FINISHES TO MATCH 
ADJACENT WALL.

PROVIDE OCTAGONAL VENT, TYP.

NEW DOOR WITH 
GRANITE PAVING

NEW WALLS AT 
EXISTING LOCATION, 
TYP.

NEW EXTERIOR 
LIGHTING, TYP.

NEW CONCRETE SLAB

PROVIDE OCTAGONAL 
WINDOWS AT BOILER ROOM 
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  |  Original 1934 West Elevation

0 2 4 8

FOR REFERENCE:
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  |  Door Precedent

Cadman Plaza Door:
Existing 

Cadman Plaza Door:
Aluminum Clad, Insulated Recessed Panel

REMOVE/DISCARD EXISTING DOOR
SADDLE AND FASTENERS AND
SEALANT/WEATHERSTRIP. INSTALL
NEW SADDLE - SEE DETAIL THIS
SHEET

REMOVE/DISCARD EXISTING JUNCTION
BOXES. CUT AND PREPARE EXISTING STONE
FOR NEW LIMESTONE "DUTCHMAN" PATCH.
SEE DET. 2/L-201(SIMILAR)

EXISTING DOOR TO BE MODIFIED WITH ADA
COMPLIANT AUTO OPENER/CLOSER AND
HARDWARE AT INTERIOR DOOR HEAD.
SEE DETAILS THIS SHEET&1/A-201

RETAIN EXISTING
EXHAUST VENT.

REMOVE ALL EXISTING SEALANT AND APPLY NEW
APPROVED SEALANT. COLOR TO MATCH EXIST.
LIMESTONE TYP. ENTIRE DOOR PERIMETER.

GENERAL NOTES - DOOR AND DOOR FRAME
REFURBISHMENT

1. REMOVEDISCARD ALL EXISTING DECALS/SIGNS

2. STRIP ALL EXISTING PAINT AND RELATED
    FINISHES TO BARE METAL

3. PATCH SMALL SCREW/BOLT HOLES BY
    PLUGGING HOLES WITH ALUMINUM WELDING
    ROD PUDDLED INTO VOID OR ALUMINUM EPOXY
    PUTTY AND GROUND SMOOTH TO ADJACENT
    SURFACE.

3. CUT OUT METAL TEARS SQUARELY AND
    LAY-IN NEW ALUMINUM SHEET METAL OF
    SAME GAUGE. PATCH SHALL TERMINATE AT
    A SEAM OR AT THE FRAME.

4. PROVIDE NEW HARDWARE PER SCHEDULE

31 2"

4'
-4

1 2"
3'

-7
"

31
2"

EXISTING LIMESTONE

3'-7"

11'-4"

19
'-0

"

RETAIN ORIGINAL DOOR
PULLS. STRAIGHTEN AND
REFASTEN SECURELY TO
EA. DOOR LEAF

ELECTRIC DOOR OPENER/CLOSER AND
HOUSING AT DOOR HEAD
SEE DETAILS THIS SHEET

WALL MOUNTED ADA PUSH PL.
FOR DOOR OPENER

NEW WALL MOUNTED
ADA DRINK. FTN. W/
BOTTLE FILLER

EXISTING BUILT-IN
CONVECTOR TO
REMAIN

     30" x 48"
FLOOR SPACE

2'-6"

REMOVE DISCARD EXISTING
DRINKING FOUNTAIN. CAP
PLUMBING & PATCH WALL
AND FLOOR WITH MATCHING
MATERIALS

MAIN ENTRANCE VESTIBULE

9"
1'

-6
"

1'
-7

"

3'
-0

" M
A

X.

ELEV. DET. 2

NOTES:
1. EXTEND EXISTING RECEPTICLE WIRING BELOW
    FLOOR TO NEW FOUNTAIN LOCATION AND
    PROVIDE GFIC.
2. PROVIDE NEW PLUMBING CONNECTIONS FROM
    TOILET RMS. AT BASEMENT

   4'-6" x 5'-0"
FLOOR SPACE

3'-0"

LIMESTONE DOOR HEAD

CONT.SEALANT &
COMPRESSIBLE
BACKER ROD

EXIST. DOOR FR. TRIM
TO REMAIN. CLEAN &
COAT PER REPAIR
NOTES

FIXED DECOR. ALUM
PANEL TO REMAIN

EXISTING COL.
BEYOND

PROVIDE STL. MOUNTING Pl. & SHIMS

EXIST. PLASTER WALL FIN./REMOVE AS REQUIRED
TO PROVIDE BLOCKING/BRACING/MOUNTING PLATE
FOR DOOR OPER. PATCH PLASTER AND PAINT
UPON INSTALLATION

DOOR OPERATOR/HEADER
HOUSINGFIXED DECORATIVE ALUM. PANEL

TO REMAIN

NOTE:
EXACT MOUNTING LOCATION/DETAILS FOR
DOOR OPERATOR TO BE DETERMINED
AT JOB SITE

EXISTING ALUM. DOOR

51
2"

6"

3"

EXIST. STL. LINTELS-VIF

8"

NEW 3 8" THICK ALUM. REINF.
PLATE AS REQ'D. CUT AND
INSTALL FROM INTERIOR
FACE OF DOOR.

5"

HEAD/JAMB APPLIED ALUM.
WEATHERSTRIP

S.S MASONRY ANCHORS
SLEEVES/EPOXY PER MFR'S.
MOUNTING INSTRUCTIONS

FILL DOOR CAVITY/CORE WITH APPROVED
SPRAY FOAM INSULATION

EXISTING PIVOT CHECK FLR. BOX.
MODIFY AS REQ'D. FOR NEW
PIVOTS - VIF

EXISTING DOORS -TYP.

EXISTING TERRAZZO FLR.
PROTECT FROM DAMAGE
AT ALL TIMES

EXTERIOR INTERIOR

EXISTIGN GRANITE. SEE NOTES FOR
REPAIR AND/OR MODIFICATIONS.
PROTECT FROM DAMAGE

NEW CONT. ADA COMPLIANT ARCHITECTURAL CAST ALUM.
SADDLE. PROVIDE WEATHER SEAL GASKET AND SEALANT
PER MFR'S INSTRUCTION.

+/- 8"

1
4"

NEW ALUM. PILE BRUSH DOOR SWEEP AT EA. DOOR -TYP.

INSTALL NEW APPROV'D SELF ADHERED
WATERPROOFING MEMBRANE.

EXIST. CONCRETE SLAB -
PATCH CRACKS/VOIDS
AS REQ'D.

EXISTING WD. WAINSCOTE -
PROTECT FROM DAMAGE

MARBLE BASEBOARD BELOW
PROTECT FROM DAMAGE

WEATHERSTRIPPING -TYP.

CONT.SEALANT &
COMPRESSIBLE
BACKER ROD

CHECKED BY

CONTRACT NO.

DRAWN BY

SCALE

DATE

DRAWING TITLE

DESIGNED BY

DRAWING NO.B-SCAN

PROJECT TITLE

OLMSTED CENTER
FLUSHING MEADOWS CORONA PARK
FLUSHING, NEW YORK 11368

CITY OF NEW YORK
PARKS & RECREATION

BLOCK

LOT

NYC Parks

SHEET No.          OF         SHEETS

SEAL
THE RECONSTRUCTION OF THE PLAZA AND INSTALLATION OF AN ADA ACCESSIBLE RAMP AND
ELEVATOR AT THE BROOKLYN WAR MEMORIAL LOCATED BETWEEN CADMAN PLAZA WEST AND 
CADMAN PLAZA EAST, BOROUGH OF BROOKLYN

B113-117M

150

58

ENTRANCE DOOR AND FACADE DETAILS

AS NOTED

07/27/2017 A-501.00

P. DALEY P. DALEY P. SCHUBERT

15

4' 8'

Scale: 1/4" = 1'-0"

2'0

SCALE: 1/2" = 1'-0"

DETAIL - ENTRANCE DOOR 1

SCALE: 1/2" = 1'-0"

ENTRANCE PLAN and VESTIBULE DETAIL2

4
-

SCALE: 3" = 1'-0"

DOOR HEAD DETAIL3

SCALE: 3" = 1'-0"

DOOR SADDLE DETAIL 4
SCALE: 3" = 1'-0"

DOOR JAMB SECTION5

3
-

5
-

0 6" 1'

Scale: 3" = 1'-0"

1
 A-202

2/partial view-
this sheet

NYC Energy Conservation Code - Tabular Analysis
Building Envelope/ Climate Zone - 4A

Item Description Proposed Design
Value

Code
Prescriptive
Value and
Citation

Supporting
Documentation

Modify Entrance
Door for ADA

compliance/Add
Air barrier &
Insulation

U = .20 U = 0.32
NYECC-R402.1.2

A-501.00 (Entrance
Door and Facade

Details)

Door Assembly U Factor Calculation, Per ASHRAE 90.1 Section A9
(502.1.2/502.2) & Other

Component R-Value SUPPORTING DOCUMENTATION

Outside Air
Film 0.21 ASHRAE 90.1 § A9.4.1

Unlabeled
Opaque Metal
Frame/Door

0.7000 ASHRAE A7.1/b.

Spray Foam
Insulation @
Door Core

3.5000 US Dept. of Energy

Inside Air
Film 0.68 ASHRAE 90.1 § A9.4.1

TOTAL R
VALUE 5.09

U FACTOR .20

NEW YORK CITY ENERGY CODE COMPLIANCE

TO THE BEST OF MY KNOWLEDGE AND BELIEF AND PROFESSIONAL JUDGEMENT, THESE PLANS
AND SPECIFICATIONS ARE IN COMPLIANCE WITH THE N.Y.C.E.C.C. 2016

1. AIR LEAKAGE: PROVIDE FLASHING, EXPANDABLE FOAM SEALANT AND CAULKING AT DOOR
       FRAME JOINTS TO CREATE AIR BARRIER WITH SURROUNDING WALL COMPONENTS.
2. SEE DRAWING A- 501.00 FOR ENTRY DOOR ELEVATION AND DETAILS. DOOR TO BE FIELD FITTED
       WITH WEATHER- STRIPPING PER ECC SECTION 502.4.1

SHEET 19 / 22

0’ 1’ 2’SARA D ROOSEVELT COMFORT STATION RECONSTRUCTION | Proposed West Elevation 3’

Sara D. Roosevelt CS: 
Divided Lights

Owen F. Dolen Park, Golden Age Center: 
Existing

Owen F. Dolen Park, Golden Age Center: 
Bronze Clad w Divided Lights, Insulated Recessed Panel

Williamsbridge Oval:
Painted Steel with Divided Lights

Sara D. Roosevelt CS: 
Divided Lights

23
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  |  Proposed West Elevation 0 2 4 8

APPLY NEW STUCCO FINISH AT 
EXTERIOR, TYP.

EXIST. FOUNTAIN TO BE 
REPLACED WITH ADA  
DRINKING FOUNTAIN

ENLARGE WINDOWS WITH NEW 
SECURITY SCREENS. REPLACE 
EXISTING LIMESTONE TRIM 
WITH PRECAST STONE AND 
BLOCK BELOW

NEW ADA COMPLIANT ENTRY DOOR: 
3’-6” (W) X 8’-4” (H) DOOR

NEW ROOF AND RAFTERS AS 
REQUIRED. REMOVE SIGNAGE 
AND PROVIDE PRECAST STONE 
CORNICE, AND COPING TO MATCH 
THE ORIGINAL DESIGN.

REMOVE EXISTING ROOF VENTS, TYP.

24
Captain Tilly Park
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  |  Proposed North Elevation 2 80 4

MEN

APPLY NEW STUCCO FINISH AT EXTERIOR, TYP.

NEW ROOF AND RAFTERS AS REQUIRED TO 
REMEDY LEAKAGE. REMOVE SIGNAGE AND 
PROVIDE PRECAST STONE CORNICE, AND 
COPING TO MATCH THE ORIGINAL DESIGN.

NEW HOLLOW METAL ADA COMPLIANT TOILET 
DOORS. REPLACE EXISTING LIMESTONE TRIM 
WITH PRECAST STONE

REPLACE EXISTING LIMESTONE TRIM WITH 
PRECAST STONE AND PROVIDE OCTAGONAL 
VENT

EXIST. FOUNTAIN TO BE REPLACED WITH ADA  
DRINKING FOUNTAIN

NEW FIXED TRANSOM WINDOW WITH SECURITY 
SCREEN IN FRONT

NEW PLANTINGS AT REAR OF 
BUILDING

NEW EQUIPMENT AT EXISTING 
LOCATION FOR LAKE AERATION 
SYSTEM

NEW EXTERIOR LIGHTING, TYP.

25
Captain Tilly Park
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N

0’ 2’ 4’ 8’



80 42  |  Proposed East Elevation

REPLACE EXISTING LIMESTONE 
TRIM WITH PRECAST STONE AND 
PROVIDE OCTAGONAL VENT

REPLACE EXISTING LIMESTONE 
TRIM WITH PRECAST STONE AND 
REPLACE WINDOW IN KIND WITH 
NEW SECURITY SCREEN

REMOVE EXISTING DOOR AND 
SECURITY GATE. CLOSE OPENING 
WITH WITH WALL TO MATCH 
ADJACENT STUCCO FINISH. 
PROVIDE AIR VENT FOR ELECTRIC 
HEATER

NEW PLANTINGS AT REAR OF 
BUILDING

APPLY NEW STUCCO FINISH AT 
EXTERIOR

NEW ROOF AND RAFTERS AS 
REQUIRED TO REMEDY LEAKAGE. 
REMOVE SIGNAGE AND PROVIDE 
PRECAST STONE CORNICE, AND 
COPING TO MATCH THE ORIGINAL 
DESIGN.
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  |  Proposed South Elevation 2 80 4

WOMEN

APPLY NEW STUCCO FINISH AT EXTERIOR

NEW ROOF AND RAFTERS AS REQUIRED TO 
REMEDY LEAKAGE. REMOVE SIGNAGE AND 
PROVIDE PRECAST STONE CORNICE, AND 
COPING TO MATCH THE ORIGINAL DESIGN.

NEW HOLLOW METAL ADA COMPLIANT TOILET 
DOOR. REPLACE EXISTING LIMESTONE TRIM 
WITH PRECAST STONE

REPLACE EXISTING LIMESTONE TRIM WITH 
PRECAST STONE AND PROVIDE OCTAGONAL 
WINDOW WITH SECURITY SCREEN.

NEW FIXED TRANSOM WINDOW WITH SECURITY 
SCREEN IN FRONT

REMOVE EXISTING GAS VALVE

NEW PLANTINGS AT REAR OF BUILDING

NEW EXTERIOR LIGHTING, TYP.
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  |  Perspective
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  |  Perspective
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WOMEN’S TOILETMEN’S TOILET STORAGE ROOM

  |  Metal Doors
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WINDOW DOOR ADA SIGN

PERFORATED STEEL
8 GA, 63% OPEN
SECURITY SCREEN

COLOR: BLACK

HOLLOW METAL

COLOR: BLACK

STAINLESS STEEL,
ETCHED W/ INFILL 
PAINTED  BLACK

HI-LO DRINKING FOUNTAIN

STAINLESS STEEL

         

  |  Materials

PRECAST STONE 

MANUFACTURER: STROMBERG
COLOR: LIGHT BUFF

STUCCO EXTERIOR LIGHTING

MANUFACTURER: RAB LIGHTING
MODEL: WPLED52N/PCS (LED)

MANUFACTURER: OMEGA - COLORTEK
COLOR: 434 VANILLA CREAM

PRIVACY GLASS
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  |  Plantings

NEW PLANTING AT FRONT OF BUILDING

ILEX GLABRA

NEW PLANTING AT REAR OF BUILDING

FLOWERING QUINCE 
CHAENOMELES SPECIOSA 
VAR. DOUBLE TAKE “ORANGE STORM”



  |  Perspective
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