
 

 
  NYC Department of Buildings 
  280 Broadway, New York, NY 10007 
  Patricia Lancaster, FAIA, Commissioner 
  (212) 566-5000, TTY: (212) 566-4769 

Report of Materials and 
Equipment Acceptance Division

 
 
Pursuant to Administrative Code Section 27-131, the following equipment or material has 
been found acceptable for use subject to the terms and conditions contained herein. 
 

MEA 294-01-E Vol.4  
Manufacturer: Nordic Engineered Wood, 185 Dorval Ave, Suite 

304, Dorval (Quebec) H9S 5J9. Phone: (514) 633-
9661; Fax: (514) 633-0833 . info@nordicewp.com ; 
www.nordicewp.com 

  
Trade Name(s): NI Series Wood I-Joists 
  
Product: Prefabricated wood I-joists made from sawn finger-

jointed flanges of MSR grade and structural 
oriented strand board bonded together with 
exterior-type adhesives conforming to ASTM 
D2559. The NI series are fabricated with 2x3 or 2x4 
S-P-F lumber and 3/8 or 7/16 inch thick webs 
conforming to PS-2. Finger joints are permitted 
anywhere in the chords for continuity. 

  
Pertinent Code Section(s): Article 7 Wood Section 27-617, Reference 

Standards RS10 Section 27-133 Acceptance 
Requirements. 

  
Prescribed Test(s): Flange tension and long span E tests; web property 

materials; I-joist moment, El and creep tests; I-joist 
shear tests; I-joist web knock-out tests; I-joist end 
and intermediate reaction tests; I-joist round hole 
and square web hole tests; I-joist uniform vertical 
load capacity tests; and I-joist duct chase tests. 

  
Laboratory: In-house testing of Nordic Engineered Wood 

products NI series wood I-joists was performed by 
Nordic and witnessed by APA. Extrapolation of the 
span tables were sealed by James J. Barlow, New 
York State Professional Engineer, license no. 
078757. I-joist uniform vertical load capacity tests 
were conducted at the APA laboratory in Tacoma, 
WA. All other tests were conducted at the 
manufacturer plant and witnessed by APA. 
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Test Report(s): APA Report T2000P-26: I-Joist Qualification Tests; 

APA Report T2001P-10: I-Joist Qualification Tests 
of Nordic NI40x Proprietary Series; APA Report 
T2001P-23: Qualification Tests of NI-40x and PRI-
60 I-Joists Using Isoset Adhesive for Flange 
Jointing; APA Report T2001P-26: PRI-80 and 
Proprietary Nl-80 Series I-Joist Qualification Tests; 
APA Report T2001P-34: New Adhesive 
Qualification for Nl-40x and PRI-60 I-Joists; APA 
Report T2001P-36: PRI-20 and NI-20 Series I-Joist 
Qualification Tests; APA Report T2003P-06: Huber 
Web Qualification; APA Report T2003P-56: 
Qualification on 9-1/2” and 11-7/8” Nl-40x and Nl-
60 I-Joists with Grant OSB Web; APA Report 
T2003P-77A: ASTM D5055-02 I-Joist Moment 
Capacities; APA Report T2004P-3: Qualification on 
2nd I-Joist Production Line; APA Report T2004P-21: 
Qualification on Commercial I-Joists; APA Report 
T2004P-74: New I-Joist Design Values on Shear, 
End Reaction and Intermediate Reaction; APA 
Report T2004P-76: Huber Web Qualification for NI-
40x & NI-80 I-Joists with Parallel Web; APA Report 
T2005P-30: Grant Web Qualification for Nordic I-
Joists with Parallel Web. 

 
 Description: Nordic Engineered Wood, J.M. Huber and Builders First Source NI, ATI, 

and BFI I-joist series, respectively, are manufactured under a strict quality assurance 
program as outline in the quality control manual. The APA — The Engineered Wood 
Association has been engaged to perform third-party inspection of equipment, materials 
and finished products in accordance with the quality control manual dated September 15, 
2004 and signed by APA. 
 
Terms and Conditions: All uses, locations and installations of the above I-joists shall 
comply with the applicable requirements of the New York City Building Code and 
Technical Policy and Procedure Notice #8, 1992, dated August 19, 1992, TPPN #2, 
2000 dated July 24, 2000 and on further condition that: 

 
1. All provisions of TPPN #8, 1992 and TPPN #2, 2000 for I-joists that are 

applicable shall be complied with. 
 
2. Structure designs using the I-joists shall conform to the manufacturer’s 

specifications except that appropriate design load(s), deflection limitation(s) 
and other performance standards of the New York City Building Code shall 
apply. 

 
3. The glue used shall not delaminate during a fire. 
 
4. I-joists shall be used indoors. 
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5. When stored out-of-doors or exposed to wet weather conditions during 
construction, I-joists shall be inspected by the user for flange-web 
separation, swelling, or warping, and replaced if so damaged. 

 
6. The size of any hole in the web of the I-joist shall not exceed the 

manufacturer’s recommendations. 
 
7. The cutting of opening for ducts, pipes, conduits, etc. in I-joists shall be 

subject to a controlled inspection. 
 
8. Fire stopping shall be provided between the ceiling and the floor or roof 

above and shall be divided into approximately equal areas not greater than 
500 square feet. 

 
9.  The building permit applicant shall notify the Fire Department of the proposed 

installation of I-joists prior to the Building Department issuance of a construction 
permit. Evidence of such notification shall be a certifying statement submitted on 
Form TR-1, Technical Report, reading as follows: 

 
I hereby state that I have mailed a copy of this statement to the Fire 
Department, Bureau of Fire, Technology Management Unit, as notification of 
the proposed installation of wood I-joists at this location.  
 

This statement shall be placed on the reverse side of the form in the lower 
right-hand box. The copy of the completed Form TR-1 shall be mailed to the 
address at: 

 
Chief-in-Charge of the Bureau of Fire-Prevention 
Fire Department 
Bureau of Fire Prevention 
Technology Management Unit 
9 MetroTech Center 
Brooklyn, New York 11201-3857 

 
All shipments and deliveries of I-joists shall be provided with a permanent marking 
suitability placed, certifying that the materials shipped or delivered is equivalent to those 
tested and accepted for use, as provided for in Section 27-131 of the Building Code. 
 
 
 
NOTE; In accordance with section 27-131(d), all materials tested and accepted for use 
shall be subject to periodic retesting as determined by the commissioner; and any 
material which upon retesting is found not to comply with code requirements or the 
requirements set forth in the approval of the commissioner shall cease to be acceptable 
for the use intended. During the period for such retesting, the commissioner may require 
the use of such material to be restricted or discontinued if necessary to secure safety. 
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