
TO: 
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DATE: 

RE: Pluri>ing Self Certification 

The following guidelines should be implemented innediately for spot check 
pluming inspections: 

1. For Roughing inspections ( when walls are closed at the time a scheduled
spot check inspection is made;

and 

for Sprinkler/Standpipe inspections ( when the contractor is not at the 
site at the ti�.e a scheduled spot check inspectia, is made), 

a signed copy of the inspector's work order should be provided (or mailed) 
to the contractor clearly indicating either of the above circumstances and 
advising the contractor that no OP 39 (self certification form) will be 
accepted for the jjob. This information must also be entered into the 
conputer. 

The contractor should be advised to ItBke an appointment for a plunt>ing 
inspection by this Department when the walls are re-opened 

or 

when a new hydrostatic or PJ1rP test is scheduled. 

2. For any spot check inspection, if an unsafe condition is found, if work
exceeds or is contrary to approved plans, or if work is not finished, a
signed copy of the inspector's work order' should be provided to the
contractor clearly indicating the observed condition and advising the
contractor that no OP 39 (self certification form) will be accepted for the
job. This information llllSt also be entered into the canputer.

The contractor should be advised to ItBke an appointment for a plunt>ing
inspection by this Department.

cc: Richard Visconti 
Pluri>ing Chiefs 
Andrew Yo.9ha 3168 
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