BUSH TOWER
135 WEST 41T STREET (130 WEST 42'° STREET)
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SCOPE OF WORK

PROPOSAL FOR THE REMOVAL OF EXTERIOR STAIRS AND REPLACEMENT OF
EXISTING GROUND FLOOR STOREFRONTS AND AWNINGS AT 135 W 41ST STREET, NEW YORK, NY 10036

SHEET INDEX

. TITLE SHEET

. LOCATION OF PROPERTY & PLOT PLAN

. HISTORIC PHOTOS OF 41ST STREET

. TAXPHOTOS OF 41ST STREET

. CURRENT PHOTOS OF 41ST STREET

. PHOTOS OF EXISTING STOREFRONT

. WRITTEN CONDITIONS STATEMENT/ COLOR PHOTOGRAPHS

. OVERALL BUILDING ELEVATION/ PLAN OF EXISTING & PROPOSED STOREFRONT

. DETAILED SECTION, & ELEVATION OF EXISTING & PROPOSED STOREFRONT

10. OVERALL PLAN OF RETAIL SPACES AND ENLARGED RAMP PLAN AT 41ST STREET
11. RENDERED ELEVATION OF PROPOSED STOREFRONTS AND MATERIAL SAMPLES
12. RENDERED PERSPECTIVES OF PROPOSED STOREFRONTS

13. STOREFRONT SECTION DETAILS

APPENDIX FOR REFERENCE ONLY:

A. BIRDS EYE VIEW KEY PLAN & PHOTOS OF ADJACENT BUILDING FACADES/ STOREFRONTS
B. BEFORE & AFTER PHOTOS OF 42ND STREET RENOVATION

STOREFRONT REPLACEMENT
LANDMARKS PRESENTATION
PUBLIC HEARING DATE: JUNE 26, 2018
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LOCATION OF PROPERTY ADDRESS: THE SUBJECT PREMESIS 135 WEST 41ST STREET IS A THROUGH
e LOT & IS PART OF 130 WEST 42ND STREET- INDIVIDUAL LANDMARK
Square 130 West 42nd Street
TR e New York, NY 10036
TAXBLOCK: 994 WEST 42ND STREET
TAXLOT: 45
1. ZONE: C6-7
o hSﬂZI;QIAL: Q'Z,A ] 185.54’ 74.5' 50’

245" 2%
sl

SL61

.SC'901

L 113.37' 25’ 100

N :
® oo
WEST /41ST STREET

LOCATION OF STOREFRONT

hattar
Fashion Building

Center
Building

LOCATION OF PROPERTY & PLOT PLAN

135 WEST 41ST STREET - STOREFRONT REPLACMENT- FOGARTY FINGER
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HISTORIC PHOTOS OF 41ST STREET
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TAX PHOTOS OF BUSH TOWER
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PHOTO TAKEN IN STREET FACING FACADE

PHOTO TAKEN STANDING ACROSS THE STREET

PHOTO TAKEN STANDING AT BROADWAY
COLOR PHOTOS OF 41ST STREET



EXISTING AWNING
CONNECTION DETAIL
ON FACE OF BRICK
HEADER

EXISTING JUNCTION
BOX MOUNTED TO
SIDE OF WALL

(2) EXISTING
LIGHT FIXTURES
MOUNTED TO
UNDERSIDE

OF HEADER

EXISTING MASONRY

EXISTING BRICK

EXISTING GREEN
CANVAS AWNING

EXISTING GLASS
STOREFRONT TRANSOM

EXISTING ALUMINUM
STOREFRONT FRAME

EXISTING GLASS
STOREFRONT

EXISTING ALUMINUM
DOORPULLS

EXISTING MTL.
HANDRAIL

EXISTING AWNING
CONNECTION DETAIL
ON FACE OF BRICK
HEADER

EXISTING RETRACTABLE
AWNING HARDWARE

(1) EXISTING
LIGHT FIXTURE
MOUNTED TO
UNDERSIDE
OF HEADER

EXISTING JUNCTION
BOX MOUNTED TO
SIDE OF WALL

EXISTING CONCRETE

STEPS W/ STONE
VENEER

CONCRETE SIDEWALK

WRITTEN CONDITIONS STATEMENT/COLOR PHOTOGRAPHS

135 WEST 41ST STREET - STOREFRONT REPLACMENT- FOGARTY FINGER
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BUILDING PLAN OF EXISTING STOREFRONT BUILDING PLAN OF PROPOSED STOREFRONT
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BUILDING ELEVATION OF EXISTING STOREFRONT BUILDING ELEVATION OF PROPOSED STOREFRONT
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EXISTING STOREFRONT
DETAILED SECTION/ ELEVATION

PROPOSED STOREFRONT
DETAILED SECTION/ ELEVATION

NOTE:

PROPOSED AWNING IS
DESIGNED TO FOLLOW

STAFF LEVEL PROCESS.
AWNING IS NOT TRANSPARENT.

SEE ENLARGED STOREFRONT
DETAILS AT PAGE 13

EXISTING MASONRY

|

EXISTING GLASS

Dk EXISTING LIGHT ———
FIXTURE

EXISTING RETRACTABLE —
AWNING

DOORS WITH
METAL FRAME AROUND

EXISTING

DOOR PULLS

AROUND STOREFRONT

e, EXISTING ——{ || |
METAL HANDRAIL

EXISTING ALUMINUM FRAME

EXISTING CONCRETE
STEPS

/ THRESHOLD
TO. CONCRETE STEP
$+o‘—1 17AFF

EXISTING
HISTORIC FACADE TO BE

PROTECTED AS REQURED — |

EXISTING STRUCTURE

NEW LIGHTING FIXTURE
SEE SPECS AT SHEET A-105.00

103" VIF

=

3" MT-01 TOP FRAME

\

7'-0" VIF

5'-2" VIF

A/

- 3" MT—01 TRANSOM DIVIDE
\CAULK & SEAL IN TWO LOCATIONS

ALONG DOOR. COLOR TO MATCH
DOOR.

RECESSED OVERHEAD DOOR
CLOSER

3" LOW-IRON TEMPERED GLASS
DOOR (GL-01) WITH MT—01 FRAME
AROUND.

T CONCRETE SDEWALC
+0'-0"AFF

@

/ 1-1/2" MT-01 TRANSOM FRAME, ———|
TYP.

I

|

PROPOSED CANVAS AWNING —T
SIGNAGE AS PER TENANT
" LOW-IRON TEMPERED GLASS b
TRANSOM (GL—01)
S

NEW MT—01 DOOR PULLS
REFERENCE DOOR AND HARDWARE
SCHEDULE

-10"VIF

Iy

1-1/2" MT-01
I STOREFRONT FRAME, TYP.

NEW §" THK. MT-01 ALUMINUM
PANEL.

ZERO THRESHOLD
TO ALIGN WITH JAMB
CONCRETE FLOOR, N.I.C.
/ . T.0. CONC. SIDEWWALK
FHOU-0"AFF

FOGARTY FINGER
architecture|interiors



] e ¢
| L] ] ]
<
% |
g ] ] L L
S S - N

EXISTING OVERALL PLAN OF RETAIL SPACES
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* PROPOSED AWNING DEPICTED
ON RENDERED PERSPECTIVES AT
NEXT PAGE.

(SEE AWNING DETAILS AT

PAGE 15)

EXISTING WINDOWS ABOVE
TO REMAIN

EXISTING EXTERIOR BRICK WALL

TO REMAIN

NEW 4" TEMPERED

GLASS TRANSOM BEHIND NEW
AWNING. (SEE AWNING DETAILS
AT PAGE 15)

1-3" TRANSOM WINDOW FRAME,
MT—01 FINISH, TYP.

2-4" TRANSOM DIVIDE, MT-01
FINISH, TYP.

3" STOREFRONT PERIMETER

FRAME, MT—01 FINISH TYP.

1-3" STOREFRONT WINDOW

FRAME, MT—01 FINISH, TYP.

NEW 4" TEMPERED

STOREFRONT GLASS

NEW DOOR HARDWARE,
MT—01 FINISH, TYP.

EXISTING STONE BASE
TO REMAIN, TYP.

EMBOSSED ALUMINUM PANEL,
MT—01 FINISH, TYP.

NEW STOREFRONT DOOR FRAME

PROPOSED MT—01 FINISH SPECIFICATIONS

Drylac Pouder Coatings

Super durable

061/80079

BLACK RANODIZED EFFECT
FMT/SH

25min356F/180C-Bmin392F /200C
Bl -

05/27/2016

* Calar/effact aanple prepared under lab
r applicatian

RENDERED STOREFRONT ELEVATION

MT—01 STOREFRONT
FINISH COLOR

AND MATERIAL SAMPLES

EMBOSSED ALUMINUM PANEL
TO BE MT-01 FINISH

PROPOSED CANVAS
AWNING COLOR

EXISTING BRICK COLOR

}

T

P e —

EXISTING STONE BASE COLOR

FOGARTY
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RENDERED STOREFRONT SIDEWALK PERSPECTIVE (WEST VIEW)

NOTE:

SEE AWNING DETAIL AT PAGE 13.
SKIRT IS LOOSE AND WEIGHTED
AT THE BOTTOM, NOT FRAMED.

AWNING SIGNAGE TO BE ON
LOOSE SKIRT ONLY.

RENDERED STOREFRONT SIDEWALK PERSPECTIVE (EAST VIEW)

FOGARTY FINGER
architecture|interiors



10'=5" EXISTING OPENING (VARIES V.LF.)

8-0" DOOR

3

1" CONTINUOUS CAULKING

BLOCKING AS REQUIRED

VARIES, V.LF.

<ANCHOR
%" ALUMINUM TRANSOM

GLASS FRAME, MT-01

SEE AWNING DETAILS AT

DETAIL #2

N w%n

]
B

2

%"

ALUMINUM TRANSOM
/DMDE FRAME, MT-01

EXTERIOR

MAG LOCK, REF DOOR &
HARDWARE SPECS.

ALUMINUM DOOR FRAME,
MT-01

INTERIOR

LOW IRON TEMPERED
GLASS

DOOR (GL—01) WITH
ALUMINUM FRAME
AROUND (MT-01)

10"

.

NEW 48" LADDER DOOR
PULL FINISH TO BE
MT-01

ZERO THRESHOLD
TO ALIGN WITH JAMB

CONCRETE FLOOR, N.I.C.

& -0, FINISHED FLOOR

T +0'-0"AFF

1. STOREFRONT DOOR DETAIL

3-0" (30" MIN — 60" MAX)

10'=5" EXISTING OPENING (VARIES V.LF.)

9°—0" TO AWNING FRAME (8’0" MIN. ABOVE SIDEWALK)

8'—0" TO BOTTOM OF AWNING SKIRT (70" MIN. ABOVE SIDEWALK)

MT—01 ALUMINUM FLASHING
FLASHING AS REQUIRED

_

EXTERIOR

ANCHOR
3" CONTINUOUS CAULKING

BLOCKING AS REQUIRED

STOREFRONT TOP FRAME,
MT-01

AWNING THROUGH BOLTED
TO STOREFRONT FRAMING

ALUMINUM TRANSOM
GLASS FRAME, MT-01

NEW FIXED CANVAS
AWNING TO COMPLY WITH
LPC STAFF LEVEL
REQUIREMENTS

NEW FIXED AWNING
FRAME TO MATCH MT-01
FINISH & COMPLY WITH

LPC STAFF LEVEL
REQUIREMENTS

%

%

LOOSE AWNING SKIRT TO
BE WEIGHTED AT THE
INTERIOR BOTTOM.

FACE OF EXISTING FACADE
BEYOND

\ ALUMINUM TRANSOM
\DMDE FRAME, MT-01
ALUMINUM STOREFRONT

GLASS FRAME, MT-01

3" LOW IRON TEMPERED

CLASS STOREFRONT
WINDOW (GL—01), TYP.

%

| ALUMINUM STOREFRONT

GLASS FRAME, MT-01

FACE OF EXISTING STONE ————~
BASE

\
STOREFRONT BOTTOM

1/8” THK BLACK BRUSHED
ALUMINUM CLADDING
(MT=01) ON 3/4” PT. &
F.R. BACKER—BOARD
SUBSTRATE

FRAME, MT-01

P.T. WOOD BLOCKING AS
REQUIRED, TYP.

2-4" 16 GAUGE METAL
STUD

= | I
i
S I |
-4 g
%
B I |
%
N
L
>
5
=

INSULATION AS REQUIRED

& 0. FINISHED FLOOR

2. STOREFRONT SECTION DETAIL

5-1/2"

S

T +0'-0"AFF

LINE OF THRESHOLD

ALUMINUM DOOR FRAME,
MT-01

EXTERIOR

NEW LADDER DOOR PULL
MT—01 FINISH SEE
SCHEDULE.

3. JAMB PLAN DETAIL

GL-01

BOTTOM DOOR TRACK,
MT-01

FOGARTY
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PRIOR TO RENOVATION AFTER RENOVATION

BEFORE AND AFTER PHOTO OF STOREFRONT RENOVATION AT BUSHTOWERS 42ND STREET
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