1. 1 PART WHITE PORTLAND CEMENT

2. 2 1/2 PARTS TYPE S HYDRATED LIME

EXISTING /PROPOSED

ENOUGH TO PREVENT DAMAGE TO MASONRY MATERIALS. TYPE O MORTAR REPOINTING MORTAR FOR UNIT MASONRY: NEW MORTAR SHALL BE SOFT MATCH EXISTING COLOR.

CLEAN AND POTABLE.

NATURAL WHITE SAND OR GROUND WHITE STONE.

CARBON BLACK SHALL NOT EXCEED 2% OF THE WEIGHT OF PORTLAND CEMENT.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

MORTAR PIGMENT:

E. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.

II. NO ANTIFREEZE COMPOUNDS SHALL BE ADDED TO MORTAR.

B. SAND: ASTM C 144.

II. HYDRATED LIME: ASTM C 207 (UBC STANDARD NO.24-18), TYPE S.

CEMENTITIOUS MATERIALS:

MORTAR MATERIALS:

I. ASTM C 979: PIGMENT SHALL NOT EXCEED 10% OF THE WEIGHT OF MORTAR PIGMENT:

WATER: CLEAN AND POTABLE.
1. View of North Facade
2. View from 1st Floor - Backyard
3. Back of Row House Looking East
4. Back of Row House Looking West
5. Row House Roof Looking East
6. Row House Roof Looking East
7. Row House Roof Looking East
8. Row House Roof Looking North

Rear Lot Photos

David Bucovy Architect, PLLC
334 East 7th Street
Brooklyn, NY 11218
718 369 0212 718 369 0305
www.davidbucovyarchitect.com

Mark Di Carlo
Rentar Development Corp.
400 Garden City Plaza, Suite 210
Garden City, NY 11530

Mechanical Engineer:
Blue Sky Design
121 West 27th Street, Suite 904
New York, NY 10001

Structural Engineer:
McSweeney Engineering
12 Surrey Lane
East Brunswick, New Jersey 08816

Owner:
Mark Di Santi
Rentar Development Corp.
400 Garden City Plaza, Suite 210
Garden City, NY 11530

Printed: 06/25/18
LPC-108

543 11th Street
Brooklyn, NY 11205

ISSUANCE
DATE
NO.
Project:
543 11th Street,
Brooklyn, NY 11205
BSCAN
06/25/18
1
LPC SUBMISSION
DATE
06/25/18
1
ISSUANCE
DATE
06/25/18
1

Back & Signature
Date
REAR LOT PHOTOS
LPC-108
8 of 13
ROW HOUSE ROOF PANORAMIC

ROW HOUSE ROOF LOOKING EAST & BACK YARD

561 11th St - CMU BLOCK NORTH FACADE
1. View of south facade with proposed penthouse superimposed.

2. Existing 543 roofscape looking west.

3. Row house roof looking east.

4. Row house roof looking west.
APPENDIX
**FINISH SCHEDULE**

<table>
<thead>
<tr>
<th>FINISH</th>
<th>LOCATION</th>
<th>DESCRIPTION</th>
<th>MANUFACTURER</th>
<th>PROJECT NAME</th>
<th>COLOR/WASH</th>
<th>SUPPLIER</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>EXTERIOR</td>
<td></td>
<td>WESTBROOK ARCH CAST STONE #125</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>MARVIN ALUM CLAD BAHAMA BROWN</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>WESTBROOK CMU BLOCK # PT-125</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>HERWIG LANTERN #PC-138</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>