
TERMINAL WAREHOUSE
L&L  HOLDING COMPANY LLC / NORMANDY REAL ESTATE PARTNERS 

261 ELEVENTH AVENUE
NEW YORK, NY29 OCTOBER 2019



PROJECTS BY L&L  HOLDING COMPANY LLC / NORMANDY REAL ESTATE PARTNERS

200 FIFTH AVENUE
L&L HOLDING CO.

150 FIFTH AVENUE
L&L HOLDING CO.

195 BROADWAY
L&L HOLDING CO.

125 WEST 25TH STREET
NORMANDY

888 BROADWAY
NORMANDY 2



NEIGHBORHOOD

HUDSON RIVER PARK

PROPOSED WESTERN
 YARDS

PIER 66

HUDSON YARDS

STARRETT-LEHIGH

FLOAT BRIDGE

WEST CHELSEA 
HISTORIC DISTRICT

TERMINAL WAREHOUSE

WEST 30TH ST HELIPORT

PROPOSED DEVELOPMENTS 
ON BLOCK 675

34TH ST - HY STATION (7 LINE)

5-MINUTE WALKING RADIUS

HIGH LINE

3
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TERMINAL WAREHOUSE = 24.9% 
OF LOT AREA WITHIN THE DISTRICT

3 BUILDINGS WEST OF 11TH AVE = 51.9% 
OF LOT AREA WITHIN THE DISTRICT

WEST CHELSEA HISTORIC DISTRICT
DESIGNATED 2008

TERMINAL WAREHOUSE

STARRETT-LEHIGH

B&O BUILDING
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BACKGROUND IMAGE COURTESY OF RELATED-OXFORD, HUDSONYARDSNEWYORK.COM, 2016

PIER 64

PIER 66
FRYING PAN

PIER 62
CHELSEA PIERS

HUDSON YARDS

PROPOSED DEVELOPMENTS 
ON BLOCK 675

PROPOSED 
WESTERN YARDS

TERMINAL WAREHOUSE
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1609
DR. SANDERSON’S  
PRE-COLONIZATION 
RE-CREATION

TERMINAL WAREHOUSE

IMAGE - WELIKIA.ORG 7



1865
VIELE MAP

1836 WATERLINE

ORIGINAL WATERLINE

1860 WATERLINE

TERMINAL WAREHOUSE
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1879
ATLAS OF THE CITY OF NY

1869
“GOLDEN SPIKE” CONNECTS 
TRANSCONTINENTAL RAILROAD
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1890
SANBORN MAP 10



1893
TERMINAL WAREHOUSE - KING’S HANDBOOK OF NEW YORK

“These are the only 
stores in New York 
at which railway cars, 
steamships and trucks are 
in close communication.”

“The tracks of the New 
York Central & Hudson 
River Railroad run into 
the buildings, and there is 
deep water at the piers at 
the end.”

- 1893
King’s Handbook 
of New York
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1895
KING’S HANDBOOK OF NEW YORK

1897
HENDRICK MANUFACTURING CO. - REFRIGERATION ROOM

“The Terminal Warehouse Company was founded 
in 1889 by Rossiter, whose brother was a ranking 
officer with the New York Central and Hudson 
River Railroad. The warehouse company benefited 
from this close connection with the only freight 
line with a direct rail link into Manhattan...“

- 2008 West Chelsea Historic District Designation 
Report
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1903
11TH AVENUE LOOKING NORTHWEST - PERIOD PAPER 13



1904
ARCHITECTURAL RECORD 14



CIRCA 1910’S
27TH STREET AND 11TH AVENUE - COURTESY OF WATERFRONT NEW YORK 15
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1914
GROUND FLOOR PLAN - SHOWING BOXCARS AND CIRCULATION OF GOODS 16



1912 - AFTER THE FIRE
TERMINAL WAREHOUSE, 27TH STREET - MUSEUM OF THE CITY OF NY 17



1912
NORTH RIVER WATERFRONT - COURTESY OF WATERFRONT NEW YORK 18



1910
ERIE RAILROAD HOWE TRUSS FLOAT BRIDGE AT 28TH STREET - COLLECTION OF THOMAS FLAGG, VIA TRAINWEB.COM 19



1926
AERIAL VIEW LOOKING EAST WITH 12TH AVENUE IN FOREGROUND - COLLECTION OF D. BIERNACKI, VIA TRAINWEB.COM 20



CIRCA 1920’S
ELEVENTH AVENUE AT 32ND STREET LOOKING NORTH,  KALMBACH PUBLISHING COMPANY 21



CIRCA 1940
WEST SIDE RAIL YARDS - MUSEUM OF THE CITY OF NEW YORK 22



1955
MANHATTAN LAND BOOK OF THE CITY OF NEW YORK 2323



CIRCA 1989
LPC PHOTO ARCHIVE 24



CIRCA 1980’S
THE TUNNEL NIGHTCLUB - GETTY IMAGES & NY TIMES

“I like it back there,” added Keith Haring, the artist, 
pointing over a fence toward an unrestored part of 
the building where there are still railroad tracks. “It 
looks like it must be full of rats.”
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2000
WALKING THE HIGHLINE BY JOEL STERNFELD 26



STORES 22 | 24 | 26 27



11TH AVENUE ENTRANCE

STORE 12

11TH AVENUE ENTRANCE ARCH

STORES 26 | 23
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STORE 26 STORE 26

STORE 14 STORE 16

29



“... the depth of the masonry openings cause many of the windows to recede into 
shadow, and cause the windows to have a secondary importance to the masonry 
building itself, therefore, changes in window configuration will not detract from the 
special character of the buildings...”  

 - 2013 LPC CofA 13-9530
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STORE 23 31



SITE CONTEXT
SOUTH-EAST  VIEW

10 HUDSON YARDS

15 HUDSON YARDS

THE SHED

STARRETT-LEHIGH BUILDING

B&O BUILDING

WEST CHELSEA HISTORIC DISTRICT HIGHLINE

TERMINAL WAREHOUSE

PIER 66

FLOAT BRIDGE

HUDSON RIVER PARK

32



EXISTING BUILDING
TRAIN TUNNEL
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EXISTING BUILDING
STORE ORGANIZATION
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EXISTING BUILDING
SCATTERED VERTICAL CIRCULATION

25 ORIGINAL ELEVATOR CORES
7 WERE REBUILT
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EXISTING BUILDING
SCATTERED VERTICAL CIRCULATION

25 ORIGINAL ELEVATOR CORES
7 WERE REBUILT
10 ADDITIONAL CORES
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WOOD STRUCTURE

EXISTING BUILDING
NON-FIREPROOF 7-STORY WOOD AND MASONRY CONSTRUCTION FROM 1891
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“...timbers to build the Terminal Warehouse were likely sourced...in the region 
between Choccolocco Mountain, Alabama and Spreewell Bluff, Georgia”

The oldest sample dates to 1512
Dendrochronological Dating & Timber Provenance of the Terminal Warehouse 

Lamont-Doherty Earth Observatory | Columbia University - September 13, 2019

LONG LEAF PINE FOREST

RAILWAY MAP
1890

EXISTING BUILDING
NON-FIREPROOF 7-STORY WOOD AND MASONRY CONSTRUCTION FROM 1891
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MAXIMUM HEIGHT LIMIT:
85’-0” (7 STORIES) 
PER TABLE 4-2 
(1968 NYC BC)

EXISTING NON 
FIREPROOF BUILDING HEIGHT: 
±80’-0” (7 STORIES)

EXISTING BUILDING
NON-FIREPROOF 7-STORY WOOD AND MASONRY CONSTRUCTION FROM 1891
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TIEBACKS AT STORES
24|26

EXISTING BUILDING
RE-BUILT FIREPROOF STEEL AND CONCRETE CONSTRUCTION - CIRCA 1912

STEEL & CONCRETE
STRUCTURE

BLOCK B & STORE 3 
RE-BUILT TO 9 STORIES
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ARCHITECTURAL PROPOSAL
ZONING ENVELOPE LIMITATIONS

EXISTING NON-COMPLIANT 
CONSTRUCTION
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ARCHITECTURAL PROPOSAL
ZONING ENVELOPE LIMITATIONS

EXISTING NON-COMPLIANT 
CONSTRUCTION
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ARCHITECTURAL PROPOSAL
ZONING ENVELOPE RELATIONSHIP

PROPOSED MASSING COMPLIANT 
WITH ZONING ENVELOPE
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ARCHITECTURAL PROPOSAL
WEST CHELSEA HISTORIC DISTRICT
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SEPTEMBER 2018 45
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SEPTEMBER 2018 50
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MAXIMUM DAYLIGHT NO DAYLIGHT

ROOF

LEVEL 2

LEVEL 3

LEVEL 4

LEVEL 5

LEVEL 6

LEVEL 7

LEVEL 1

CELLAR

±30’ ±30’

DAYLIGHT ANALYSIS
EXISTING CONDITION

TRANSVERSE SECTION

±98’ ±98’

TUNNEL

54



TYPICAL WINDOW REPLACEMENT 
SEGMENTAL ARCH WINDOW

EXISTING STONE SILL 
RESTORED AS REQUIRED

NEW THERMALLY BROKEN 
ALUMINUM  AND GLASS WINDOW 

RADIAL BRICK SEGMENTAL ARCH, TYPICAL.
4 ROWLOCK COURSES RESTORED AS REQUIRED

PROPOSED NEW FIXED METAL SHUTTERS, TYPICAL 

EXISTING METAL SHUTTER GUDGEONS, 
RESTORED AND PAINTED
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TYPICAL WINDOW REPLACEMENT 
ROUND ARCH WINDOW

RADIAL BRICK ROUND ARCH, TYPICAL.
4 ROWLOCK COURSES RESTORED AS REQUIRED

EXISTING STONE SILL 
RESTORED AS REQUIRED

NEW THERMALLY BROKEN 
ALUMINUM  AND GLASS WINDOW 

PROPOSED NEW FIXED METAL SHUTTERS, TYPICAL 

EXISTING METAL SHUTTER GUDGEONS, 
RESTORED AND PAINTED
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MAXIMUM DAYLIGHT NO DAYLIGHT

ROOF

LEVEL 2

LEVEL 3

LEVEL 4

LEVEL 5

LEVEL 6

LEVEL 7

LEVEL 1

CELLAR

±30’ ±30’

DAYLIGHT ANALYSIS
EXISTING CONDITION

TRANSVERSE SECTION

±98’ ±98’

TUNNEL
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MAXIMUM DAYLIGHT NO DAYLIGHT

±64’ ±34’ ±39’ ±59’

±52’ ±46’

 PROPOSED 
COURTYARD

TUNNEL GARDEN

ROOF

LEVEL 2

LEVEL 3

LEVEL 4

LEVEL 5

LEVEL 6

LEVEL 7

LEVEL 1

CELLAR

±30’

±30’

±30’

±30’

DAYLIGHT ANALYSIS
ARCHITECTURAL PROPOSAL

TRANSVERSE SECTION
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A B C D
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A B C D
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A B C D
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A B C D
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NEIGHBORHOOD

HUDSON RIVER PARK

TERMINAL WAREHOUSE

PIER 66
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HISTORIC DISTRICT

PROPOSED WESTERN
 YARDS

WEST 30TH ST HELIPORT

PROPOSED DEVELOPMENTS 
ON BLOCK 675

34TH ST - HY STATION (7 LINE)

5-MINUTE WALKING RADIUS

HIGH LINE

65



BACKGROUND IMAGE COURTESY OF RELATED-OXFORD, HUDSONYARDSNEWYORK.COM, 2016

PIER 64

PIER 66
FRYING PAN

PIER 62
CHELSEA PIERS

HUDSON YARDS

PROPOSED DEVELOPMENTS 
ON BLOCK 675

PROPOSED 
WESTERN YARDS

TERMINAL WAREHOUSE
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VIA 57 WEST 
BJARKE INGELS GROUP

551 W 21ST ST
FOSTER + PARTNERS

100 ELEVENTH AVENUE
ATELIERS JEAN NOUVEL

THE IAC BUILDING
GEHRY PARTNERS LLP

RIGHT:
THE WHITNEY MUSEUM
RENZO PIANO BUILDING WORKSHOP

LEFT:
DSNY SALT SHED
WXY STUDIO

RIGHT:
PIER 55
HEATHERWICK STUDIO  
UNDER CONSTRUCTION

LEFT:
160 LEROY
HERZOG & DE MEURON

RIGHT:
THE STANDARD
ENNEAD ARCHITECTS 

LEFT:
550 WASHINGTON
COOKFOX
UNDER CONSTRUCTION

RIGHT:
THE ELEVENTH
BJARKE INGELS GROUP
UNDER CONSTRUCTION

LEFT: 
173-176 PERRY ST
165 CHARLES ST
RICHARD MEIER & PARTNERS
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NOMADIC MUSEUM  2005 - PIER 54  
GREGORY COLBERT, ASHES AND SNOW - SHIGERU BAN ARCHITECTS
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DAY’S END  1975 - PIER 52
GORDON MATTA-CLARK
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DAY’S END  2020
DAVID HAMMONS

DAY’S END  1975 - PIER 52
GORDON MATTA-CLARK
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1991
FORMER SEAMAN’S CHURCH INSTITUTE, 241 WATER STREET  - JAMES STEWART POLSHEK & PARTNERS 71



2006
FRONT STREET - COOKFOX 72



2014
837 WASHINGTON - MORRIS ADJMI ARCHITECTS 73



2018
9-19 NINTH AVENUE - BKSK & BACKEN GILLAM KROEGER ARCHITECTS 74



2019
260 11TH AVENUE, 550 WEST 27TH ST, 549 WEST 26TH ST - ROGERS STIRK HARBOUR + PARTNERS 75



2019
260 11TH AVENUE, 550 WEST 27TH ST, 549 WEST 26TH ST - ROGERS STIRK HARBOUR + PARTNERS 76



ONE SOUTH FIRST - COOKFOX 325 KENT - SHOP ARCHITECTSDOMINO SUGAR REFINERY - PAU
2017, UPDATED 2019 77



LPC APPROVED 2017
DOMINO SUGAR REFINERY - PAU 78



ELEVATION ANALYSIS - STORE MODULATION     

EXISTING NORTH ELEVATION

79



CL CLCL CL

ELEVATION ANALYSIS - STORE MODULATION     

± 51’ - 5” ± 51’ - 6” ± 51’ - 8” ± 52’ - 0”
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1917
BOWERY AND DOUBLEDECK ELEVATED RAILROAD - THE AMERICAN ART PUBLISHING CO

1908
KINGS HANDBOOK OF NEW YORK 81



1933
NINTH AVENUE EL TRAIN 82



83



NEW YORK CENTRAL SYSTEM RAIL CAR
“CENTURY GREEN”

NEW YORK CENTRAL SYSTEM RAIL CAR
“FREIGHT CAR RED”
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MAY 2019 86
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JULY 2018 88
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SEPTEMBER 2018 91
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LOADING
DOCK

RETAIL 
ENTRY
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SEPTEMBER 2019 97
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OCTOBER 2019 103
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TERMINAL WAREHOUSE
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1.    RECLAIMED LONG LEAF PINE AT TUNNEL ARCH ENTRANCES

2.    IPE WOOD HANDRAILS

3.    NEW BRICK TO MATCH EXISTING

4.    METAL MESH GUARD

5.    PERFORATED STEEL AT ENTRANCE RAMPS & FLOOD VENTS - BM 1264 OR SIM

6.    BLUESTONE SILL

7.    PAINTED METAL SHUTTER - BM 1264 OR SIMILAR

8.    METAL FRAME COLOR AT 10TH & 11TH FLOOR - BM AF-285 OR SIMILAR

9.    MULLION COLORS AT 10TH & 11TH FLOOR 
 A - BM 2156-30 OR SIMILAR
 B - BM AF-235 OR SIMILAR  
 C - BM 2164-30 OR SIMILAR
 D - BM 641 OR SIMILAR

10.  PHENOLIC PANEL WITH WOOD VENEER AT 10TH & 11TH FLOOR TERRACES

11.  STANDING SEAM METAL PANEL AT NEW MECHANICAL ENCLOSURES AND
 STAIR & ELEVATOR BULKHEADS 

12.  PAINTED METAL AT 13TH FLOOR  - BM 169 OR SIMILAR

13.  PAINTED METAL PLANTER COLOR  - BM 161 OR SIMILAR

14.  TYPICAL PAINTED METAL COLOR  - BM 1264 OR SIMILAR 
 STOREFRONT MULLIONS
 CURTAIN WALL MULLIONS (UNLESS OTHERWISE NOTED)
 ENTRANCE RAMPS 
 SWING & ROLLING SERVICE DOORS
 LOUVERS

PROPOSED MATERIALS

1
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11
12

2

3

4

5

6

7

9D9C

8

9B9A

13 14
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APPENDIX 

TERMINAL WAREHOUSE
L&L  HOLDING COMPANY LLC / NORMANDY REAL ESTATE PARTNERS 

261 ELEVENTH AVENUE
29 OCTOBER 2019 NEW YORK, NY



CONTENTS: 

EXISTING GROUND FLOOR 
PROPOSED FLOOR PLANS
 GROUND FLOOR
 8TH FLOOR 
 10TH FLOOR
 ROOF

ACCESSIBLE ENTRANCES
RESILIENCY 
STOREFRONTS
STREET TREES
BICYCLE PARKING
LOADING
SIGNAGE
WINDOWS
ELEVATIONS
LIGHTING



BLOCK A BLOCK B BLOCK C BLOCK D

1357911131517192123

W 28TH ST.

W 27TH ST.

2468101214161820222426

W
EST SID

E H
IG

H
W

AY

11
T

H
 A

V
EN

U
E

+10.23’

+6.12’

GROUND FLOOR 
EXISTING PLAN

STREET TREE

EXISTING EXTERIOR PLATFORMS

DESIGN FLOOD ELEVATION +12.0’

3



BLOCK A BLOCK B BLOCK C BLOCK D

1357911131517192123

W 28TH ST.

W 27TH ST.

2468101214161820222426

W
EST SID

E H
IG

H
W

AY

11
T

H
 A

V
EN

U
E

+10.23’+10.23’

+6.12’

GROUND FLOOR
PROPOSED PLAN

STREET TREE

EXISTING EXTERIOR PLATFORMS

DESIGN FLOOD ELEVATION +12.0’ EXISTING CONDITION
28TH STREET 

4



BLOCK A BLOCK B BLOCK C BLOCK D

1357911131517192123

W 28TH ST.

W 27TH ST.

2468101214161820222426

W
EST SID

E H
IG

H
W

AY

11
T

H
 A

V
EN

U
E

+10.23’

+6.12’

GROUND FLOOR
PROPOSED PLAN

STREET TREE

EXISTING EXTERIOR PLATFORMS

DESIGN FLOOD ELEVATION +12.0’

5



BLOCK A BLOCK B BLOCK C BLOCK D

1357911131517192123

W 28TH ST.

W 27TH ST.

2468101214161820222426

W
EST SID

E H
IG

H
W

AY

11
T

H
 A

V
EN

U
E

+10.23’

+6.12’

DESIGN FLOOD ELEVATION +12.0’

GROUND FLOOR
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STARRETT-LEHIGH BUILDING

RETAIL

TUNNEL TUNNEL

RETAILRETAIL
BLOCK C

LOBBY

RETAIL

BLOCK A/B 
LOBBY

COURTYARD

RETAILRETAILRETAIL RETAILRETAILLOADING
DOCK RETAIL

RETAIL
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8TH FLOOR
PROPOSED PLAN

COURTYARD

TERRACE
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WORKPLACE
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MECH.
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GREEN ROOF

50
’

39
’

88’

ROOF / MECHANICAL PENTHOUSE
PROPOSED PLAN
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W 27TH ST.

2468101214161820222426

W
EST SID

E H
IG

H
W

AY

11
T

H
 A

V
EN

U
E

+10.23’

+6.12’

DESIGN FLOOD ELEVATION +12.0’

GROUND FLOOR
PROPOSED PLAN
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BLOCK C

LOBBY

RETAIL
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LOBBY

COURTYARD
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+10.23’

+6.12’

ENTRY STAIRS AND RAMPS

GROUND FLOOR
PROPOSED PLAN

STARRETT-LEHIGH BUILDING

RETAIL

TUNNEL TUNNEL

RETAILRETAIL
BLOCK C

LOBBY

RETAIL

BLOCK A/B 
LOBBY

COURTYARD

RETAILRETAILRETAIL RETAILRETAILLOADING
DOCK RETAIL

RETAIL
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GROUND FLOOR
PROPOSED PLAN

RETAIL

TUNNEL TUNNEL

RETAILRETAIL
BLOCK C

LOBBY

RETAIL

BLOCK A/B 
LOBBY

COURTYARD

RETAILRETAILRETAIL RETAILRETAILLOADING
DOCK RETAIL

RETAIL

EXTENT OF DRY FLOODPROOFING

FLOOD MITIGATION
HISTORIC STRUCTURES ARE EXEMPT PER 2014 BC APPENDIX G, SECTIONS G201.1 & G304 

WILL COMPLY WITH THE REQUIREMENTS OF 2014 BC APPENDIX G FOR PRE-FIRM CONSTRUCTION
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BLOCK A BLOCK B BLOCK C BLOCK D
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DESIGN FLOOD ELEVATION +12.0’

GROUND FLOOR
PROPOSED PLAN

RETAIL

TUNNEL TUNNEL

RETAILRETAIL
BLOCK C

LOBBY

RETAIL

BLOCK A/B 
LOBBY

COURTYARD

RETAILRETAILRETAIL RETAILRETAILLOADING
DOCK RETAIL

RETAIL

FLOOD MITIGATION
HISTORIC STRUCTURES ARE EXEMPT PER 2014 BC APPENDIX G, SECTIONS G201.1 & G304 

WILL COMPLY WITH THE REQUIREMENTS OF 2014 BC APPENDIX G FOR PRE-FIRM CONSTRUCTION

EXTENT OF DRY FLOODPROOFING

FLOOD VENTS
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BLOCK A BLOCK B BLOCK C BLOCK D
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GROUND FLOOR
PROPOSED PLAN

RETAIL

TUNNEL TUNNEL

RETAILRETAIL
BLOCK C

LOBBY

RETAIL

BLOCK A/B 
LOBBY

COURTYARD

RETAILRETAILRETAIL RETAILRETAILLOADING
DOCK RETAIL

RETAIL

EXTENT OF DRY FLOODPROOFING

FLOOD VENTS
FLOOD VENT

SMARTVENT INSULATED FLOOD VENT
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BLOCK A BLOCK B BLOCK C BLOCK D

1357911131517192123

W 28TH ST.
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+10.23’

+6.12’

ENTRY STAIRS AND RAMPS

GROUND FLOOR
PROPOSED PLAN

PROPOSED STREET LEVEL
STORES 24|26 
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DN

L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STORE 24-26 - EXISTING

16

EXISTING CONDITION / 28TH STREET 
BLOCK A / STORES 24-26



L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STORE 24-26

STORE 24 STORE 24

28TH ST

L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STOREFRONT  / BLOCK A / STORE 24-26

H DJY J

O

SL M 1G NPV

IXU F UC A

B

O

UP
UPUP

1:121:12

±11’-8” 
±16’-1” 

4’-0” 
CLEAR6’-0” 

4’-10” 

54’-9” 

RETAIL STORE 24 RETAIL
STORE 26

+7.83’

+8.50’

+5.00’ +5.05’
+5.30’

+17.30

+7.83’

+4.89’

3’-0” 

699

STOREFRONT / BUILDING AMENITY / 28TH STREET 
BLOCK A / STORES 24-26

A B

A - EXISTING BRICK, REPAIR AND REPOINT AS REQUIRED.
B - DECORATIVE TERRACOTTA PANEL (RESTORED OR REPLICATED AS REQUIRED).
C - PAINTED METAL SHUTTERS  (RESTORED OR REPLICATED AS REQUIRED).
D - RESTORED EXISTING STEEL BUMPERS AND BRACKETS     
 (STRIPED AND CLEANED, NEW PAINT FINISH).
E - STEEL LINTELS (RESTORED OR REPLICATED AS REQUIRED).
F - EXISTING METAL TIE RODS PLATES (RESTORED OR REPLICATED AS REQUIRED).
G - RESTORED OR REPAIRED EXTERIOR DRAIN LEADERS.
H - NEW PAINTED METAL RAMPS, STAIRS AND GUARDRAILS, CLADDING AT
 BASE TO BE PERFORATED, PAINTED METAL PLATE.
I - NEW WINDOW, TYP.

J - NEW STOREFRONT GLAZING, TYP.
K- NEW CUSTOM GLAZING SYSTEM.
L - NEW MARQUEE WITH METAL ROOF 
M - NEW PIN MOUNTED RETAIL SIGNAGE.
N- NEW PERFORATED METAL PLATE TO ALLOW FOR 
STORMWATER FLOW.
O- NEW BICYCLE RACKS
P - NEW CONCEALED FLOOD VENTS AT MASONRY WALLS, TYP.
Q - WOOD CLADDING AT RECESSED ENTRY.
R - NEW PAINTED STORMPROOF LOUVERS.
S - PAINTED / RAISED LETTER / PLAQUE RETAIL SIGNS. 

T - EXISTING SCUPPERS (RESTORED OR REPLICATED AS REQUIRED).
U - MARQUEE BRACKET (RESTORED OR REPLICATED AS REQUIRED).
V - NEW METAL SERVICE DOOR.
W - NEW ROLL UP DOORS.
Y - ADDRESS NUMBER AFFIXED TO GLASS.
X - EXISTING BUILDING LETTERING (RESTORED OR REPLICATED AS REQUIRED).
Z - ZONE FOR POTENTIAL BLADE SIGNS.
1 - NEW DRAIN LEADER FOR MARQUEE.
2 - EXISTING SIAMESE FIRE HOSE CONNECTION.
3 -  EXISTING OPENINGS TO BE MODIFIED FOR NEW ZONING REQUIRED 
 LOADING DOCK DOORS.

KEY NOTE LEGEND NOTE:  ALL ELEVATIONS FROM NAVD88

17
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EXISTING MASONRY WALL

3/ PROPOSED PLAN
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NOTE: SECTION TAKEN AT STORE 
21.  EXISTING CELLAR WINDOW 
OPENINGS OCCUR AT SOME 
LOCATIONS.  TYPICAL CONDITION 
HAS NO EXISTING WINDOW.
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SINGLE DOOR
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NOTE: SECTION TAKEN AT STORE 
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OPENINGS OCCUR AT SOME 
LOCATIONS.  TYPICAL CONDITION 
HAS NO EXISTING WINDOW.
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EXISTING MASONRY WALL

3/ PROPOSED PLAN

4/ PROPOSED ELEVATION
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L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STOREFRONT  / BLOCK B / STORE 16-18

L GG GVW W W W W 33

I RU 3X 3C F A

1

+5.25’

6’-0” 

±15’-8” 

LOADING DOCK LOADING DOCK
EXIT

+4.50’
+5.36’

+5.45’

+20.50’

646

30

LOADING BERTHS / 28TH STREET 
BLOCK A-B / STORES 20-22

A - EXISTING BRICK, REPAIR AND REPOINT AS REQUIRED.
B - DECORATIVE TERRACOTTA PANEL (RESTORED OR REPLICATED AS REQUIRED).
C - PAINTED METAL SHUTTERS  (RESTORED OR REPLICATED AS REQUIRED).
D - RESTORED EXISTING STEEL BUMPERS AND BRACKETS     
 (STRIPED AND CLEANED, NEW PAINT FINISH).
E - STEEL LINTELS (RESTORED OR REPLICATED AS REQUIRED).
F - EXISTING METAL TIE RODS PLATES (RESTORED OR REPLICATED AS REQUIRED).
G - RESTORED OR REPAIRED EXTERIOR DRAIN LEADERS.
H - NEW PAINTED METAL RAMPS, STAIRS AND GUARDRAILS, CLADDING AT
 BASE TO BE PERFORATED, PAINTED METAL PLATE.
I - NEW FIXED WINDOW, TYP.

J - NEW STOREFRONT GLAZING, TYP.
K- NEW CUSTOM GLAZING SYSTEM.
L - NEW MARQUEE WITH METAL ROOF 
M - NEW PIN MOUNTED RETAIL SIGNAGE.
N- NEW PERFORATED METAL PLATE TO ALLOW FOR STORMWATER FLOW.
O- NEW BICYCLE RACKS
P - NEW CONCEALED FLOOD VENTS AT MASONRY WALLS, TYP.
Q - WOOD CLADDING AT RECESSED ENTRY.
R - NEW PAINTED STORMPROOF LOUVERS.
S - PAINTED / RAISED LETTER / PLAQUE RETAIL SIGNS. 

T - EXISTING SCUPPERS (RESTORED OR REPLICATED AS REQUIRED).
U - MARQUEE BRACKET (RESTORED OR REPLICATED AS REQUIRED).
V - NEW METAL SERVICE DOOR.
W - NEW ROLL UP DOORS.
Y - ADDRESS NUMBER AFFIXED TO GLASS.
X - EXISTING BUILDING LETTERING (RESTORED OR REPLICATED AS REQUIRED).
Z - ZONE FOR POTENTIAL BLADE SIGNS.
1 - NEW DRAIN LEADER FOR MARQUEE.
2 - EXISTING SIAMESE FIRE HOSE CONNECTION.
3 -  EXISTING OPENINGS TO BE MODIFIED FOR NEW ZONING REQUIRED 
 LOADING DOCK DOORS.

KEY NOTE LEGEND NOTE:  ALL ELEVATIONS FROM NAVD88
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EXISTING HISTORIC BUILDING SIGNS

• EXISTING SIGNS SHALL BE RESTORED AND 
REPAINTED.

• INDIRECTLY ILLUMINATED WHERE SHOWN ON 
LIGHTING DIAGRAMS

32



L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STOREFRONT / BLOCK D / STORE 3

PAINTED RETAIL SIGNAGE

• CAN BE ANY COLOR PERMITTED BY LPC RULES 
AND REGULATIONS

• SIGNS SHALL BE LIMITED TO FOUR COLORS 
MAXIMUM

• NOT ALL PAINTED SIGNS ILLUSTRATED WOULD 
EXIST AT ONE TIME.  ACCEPTABLE LOCATIONS 
FOR PAINTED SIGNS ARE ILLUSTRATED.

• SIGNS ARE INDIRECTLY ILLUMINATED

5” MIN 5” MIN

5” MIN

5” MIN
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L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STOREFRONT / BLOCK D / STORE 3

RAISED METAL / PLAQUE SIGNS

• CAN BE ANY COLOR PERMITTED BY LPC RULES 
AND REGULATIONS

• SIGNS SHALL BE LIMITED TO FOUR COLORS 
MAXIMUM

• NOT ALL RAISED METAL / PLAQUE SIGNS 
ILLUSTRATED WOULD EXIST AT ONE TIME.  
ACCEPTABLE LOCATIONS FOR RAISED METAL / 
PLAQUE SIGNS ARE ILLUSTRATED.

• MAXIMUM SIZE: 24”X36”
• MAXIMUM PROJECTION FROM WALL: 3”
• SIGNS ARE INDIRECTLY ILLUMINATED

36” MAX

24” MAX

5” MIN
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SIGNS ON GLASS

L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE
STOREFRONT / BLOCK D / STORE 3

• SIGNS SHALL BE A DECAL ADHERED TO THE 
GLASS DOOR AND/OR WINDOW.

• SIGNS SHALL BE CONSISTENTLY ADHERED TO 
THE EXTERIOR OR INTERIOR FACE OF THE 
GLASS

• SIGN CONTENT SHOULD BE LIMITED TO 
ADDRESS NUMBER, STORE NAME/LOGO, & 
STORE HOURS 

• DECALS SHALL BE LIMITED TO 20% OF THE 
WINDOW OR DOOR OPENING

• SIGNS ARE NON-ILLUMINATED OR INDIRECTLY 
ILLUMINATED

35
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STOREFRONT VIGNETTE -
DOUBLE DOOR

TERMINAL
WAREHOUSE

3827-000

TERMINAL WAREHOUSE

LPC-02

 3/4" = 1'-0"1 STOREFRONT VIGNETTE - DOUBLE DOOR

MARQUEE SIGNS

CHELSEA RETAIL

PAINTED METAL 
SIGN WITH 
PIN MOUNTED 
LETTERS, 2” MAX 
THICKNESS.

TIE ROD

INDIRECT 
ILLUMINATION, 
WHERE OCCURS

NEW MARQUEE

NEW ENTRY 
STAIRS / RAMPS

NEW GLAZED 
STOREFRONT 
SYSTEM

VARIES
SEE ELEVS.

• CAN BE ANY COLOR PERMITTED BY LPC RULES 
AND REGULATIONS

• SIGN MATERIAL SHALL BE METAL
• ARMATURES AND BRACKETS SHALL BE 

CONSISTENT THROUGH ENTIRE BUILDING 
FACADE

• SIGNS SHALL BE LIMITED TO FOUR COLORS 
MAXIMUM

• ILLUMINATED NEON SIGNS ONLY WHERE 
INDICATED ON ELEVATIONS (AT MIDBLOCK 
RETAIL ENTRIES). ALL OTHERS INDIRECTLY 
ILLUMINATED. 

• SIGNS SHALL BE NO MORE THAN 5” DEEP
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FLAG

• FLAG SHALL BE PENNANT SHAPE, REFLECTIVE 
OF HISTORIC DESIGNS.

• LENGTH OF FLAG TO BE 20’ LONG
• POLE WILL UTILIZE EXISTING HISTORIC 

BRACKETS (TO BE RESTORED & REPAINTED)
• FLAG IS NON-ILLUMINATED

1893

TERMINAL WAREHOUSE - KING’S HANDBOOK OF NEW YORK

2019

EXISTING FLAGPOLE BRACKETS

2019

CF RENDERING OF 11TH AVE. FACADE 37



75’-0” MAX. HT.

18”

PAINTED 
METAL BLADE 
SIGN, 2” MAX. 
THICKNESS

MAX. PROJECTION 
18” FROM 
PROPERTY LINE

EXISTING 
MASONRY WALL

3RD FLOOR 
WINDOW 
BEYOND

NEW THROUGH 
BOLTED 
PAINTED METAL 
BRACKET TO 
SUPPORT SIGN 
AT EACH FLOOR 
LEVEL

• MAY BE ANY SHAPE PERMITTED BY LPC RULES 
AND REGULATIONS.  

• SIGN MATERIAL SHALL BE METAL.
• ARMATURES AND BRACKETS SHALL BE PAINTED 

DARK GRAY TO MATCH TYPICAL EXTERIOR 
METALS (E.G. SHUTTERS, MEDALLIONS)

• ARMATURES AND BRACKETS SHALL BE 
CONSISTENT THROUGH ENTIRE BUILDING 
FACADE

• SIGNS WILL BE LIMITED TO 4 COLORS MAX
• NOT ALL BLADE SIGNS ILLUSTRATED WOULD 

EXIST AT ONE TIME: MAXIMUM 4 SIGNS 
TOTAL BETWEEN STORES 10 & 14. MAXIMUM 
4 SIGNS TOTAL BETWEEN STORES 9 &13.   
ACCEPTABLE LOCATIONS FOR BLADE SIGNS 
ARE ILLUSTRATED.

• SIGNS TO BE INDIRECTLY ILLUMINATED, EXCEPT 
WHERE PROHIBITED BY ZONING.

ALIGN

ABOVE 
CURB LEVEL

BLADE SIGNS

MOMA

24’-5” TO 25’-10”
ABOVE 
CURB LEVEL
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L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS- CENTRAL STORES
EXTERIOR WINDOW - HALF ARCH W/SHUTTER

L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS- CENTRAL STORES
EXTERIOR WINDOW - HALF ARCH W/SHUTTER

TYPICAL REPLACEMENT WINDOW 
FIXED SEGMENTAL-ARCH WITH SHUTTER

1/ PLAN

3/ ELEVATION 2 / SECTION

EXISTING STONE SILL 
RESTORED AS REQUIRED

NEW THERMALLY BROKEN 
ALUMINUM  AND GLASS WINDOW 

RADIAL BRICK SEGMENTAL ARCH, TYPICAL.
4 ROWLOCK COURSES RESTORED AS REQUIRED

PROPOSED NEW FIXED METAL SHUTTERS, TYPICAL 

EXISTING METAL SHUTTER GUDGEONS, 
RESTORED AND PAINTED
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L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS- CENTRAL STORES
EXTERIOR WINDOW - HALF ARCH W/SHUTTER

L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS- CENTRAL STORES
EXTERIOR WINDOW - HALF ARCH W/SHUTTER

2 / SECTION

1/ PLAN

3/ ELEVATION

STONE SILL 

DOUBLE-HUNG, DIVIDED-LITE
WOOD  AND GLASS WINDOW 

RADIAL BRICK SEGMENTAL ARCH, 
TYPICAL. 4 ROWLOCK COURSES 

OPERABLE SHEET IRON SHUTTERS, TYPICAL 

METAL SHUTTER GUDGEONS

TYPICAL HISTORIC WINDOW
SEGMENTAL ARCH WINDOW
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WEST ELEVATION (12TH AVENUE)
1891

EAST ELEVATION (11TH AVENUE)
1891

STORE 26 STORE 23STORE 1 STORE 2

2ND FLOOR
  19.3’

3RD FLOOR
  30.8’

4TH FLOOR
  42.5’

5TH FLOOR
  53.7’

6TH FLOOR
  64.8’

7TH FLOOR
  76.2’

T.O. EXISTING PARAPET
  ±88.7’ (VARIES)

T.O. HIGH PARAPET
  ±98’

D.F.E.
  12.0’

GROUND FLOOR
  8.5’

NAVD88
  0.0’

BLOCK D - 2ND FLOOR
  21.7’

BLOCK D - 3RD FLOOR
  32.6’

BLOCK D - 4TH FLOOR
  42.9’

BLOCK D - 5TH FLOOR
  53.3’

BLOCK D - 6TH FLOOR
  63.7’

BLOCK D - 7TH FLOOR
  74.0’

T.O. LOW PARAPET
  ±90.8’ (VARIES)

T.O. HIGH PARAPET
  ±100’

D.F.E.
  12.0’

BLOCK D - 
GROUND FLOOR
  11.4’

NAVD88
  0.0’

42

KEY NOTE LEGEND

A A

A - FULL ARCH MASONRY OPENING WITH 10/10 DOUBLE HUNG WINDOW & 10 LITE FIXED TRANSOM
B - SEGMENTED ARCH MASONRY OPENING 15/15 DOUBLE HUNG WINDOW

* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88



WEST ELEVATION (12TH AVENUE)
EXISTING

EAST ELEVATION (11TH AVENUE)
EXISTING

STORE 26 STORE 23STORE 1 STORE 2

2ND FLOOR
  19.3’

3RD FLOOR
  30.8’

4TH FLOOR
  42.5’

5TH FLOOR
  53.7’

6TH FLOOR
  64.8’

7TH FLOOR
  76.2’

T.O. EXISTING PARAPET
  ±88.7’ (VARIES)

T.O. EXISTING BULKHEAD
  ±135.5’

D.F.E.
  12.0’

GROUND FLOOR
  8.5’

NAVD88
  0.0’

BLOCK D - 2ND FLOOR
  21.7’

BLOCK D - 3RD FLOOR
  32.6’

BLOCK D - 4TH FLOOR
  42.9’

BLOCK D - 5TH FLOOR
  53.3’

BLOCK D - 6TH FLOOR
  63.7’

BLOCK D - 7TH FLOOR
  74.0’

STORE 3 - 9TH FLOOR
  100.6’

STORE 3 - ROOF
  112.6’

D.F.E.
  12.0’

BLOCK D - 
GROUND FLOOR
  11.4’

NAVD88
  0.0’

T.O. EXISTING BULKHEAD
  ±135.5’

T.O. EXISTING PARAPET
  ±90.8’ (VARIES)

43

A - ORIGINAL FULL ARCH MASONRY OPENINGS,  WINDOWS VARY BY AGE & TYPE
B - ORIGINAL SEGMENTED ARCH MASONRY OPENINGS,  WINDOWS VARY BY AGE & TYPE
C - RECTANGULAR MASONRY OPENINGS, ORIGINAL TO RECONSTRUCTION, WINDOWS VARY BY AGE & TYPE 
D - NON-ORIGINAL RECTANGULAR MASONRY OPENINGS, WINDOWS VARY BY AGE & TYPE

* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88

KEY NOTE LEGEND

A A

D

D D



WEST ELEVATION (12TH AVENUE)
PROPOSED DESIGN

EAST ELEVATION (11TH AVENUE)
PROPOSED DESIGN

STORE 26 STORE 23STORE 1 STORE 2

2ND FLOOR
  19.3’

3RD FLOOR
  30.8’

4TH FLOOR
  42.5’

5TH FLOOR
  53.7’

6TH FLOOR
  64.8’

7TH FLOOR
  76.2’

8TH FLOOR
  87.5’

13TH FLOOR
  153.9’

ROOF
  168.2’

T.O. STAIR BULKHEAD
  178.5’

9TH FLOOR
  98.8’

10TH FLOOR
  111.4’

11TH FLOOR
  125.4’

12TH FLOOR
  139.7’

D.F.E.
  12.0’

GROUND FLOOR
  8.5’

NAVD88
  0.0’

BLOCK D - 2ND FLOOR
  21.7’

BLOCK D - 3RD FLOOR
  32.6’

BLOCK D - 4TH FLOOR
  42.9’

BLOCK D - 5TH FLOOR
  53.3’

BLOCK D - 6TH FLOOR
  63.7’

BLOCK D - 7TH FLOOR
  74.0’

STORE 3 - 9TH FLOOR
  100.6’

STORE 3 - 10TH FLOOR
  112.6’

D.F.E.
  12.0’

BLOCK D - 
GROUND FLOOR
  11.4’

NAVD88
  0.0’

T.O. EXISTING BULKHEAD
  ±135.5’

T.O. EXISTING PARAPET
  ±90.8’ (VARIES)

STORE 3 - PENTHOUSE ROOF       
  126.6’

44

A - EXISTING FULL ARCH MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
B - EXISTING SEGMENTED ARCH MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
C - EXISTING RECTANGULAR MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
D - NEW RECTANGULAR MASONRY OPENINGS & WINDOWS TO MATCH ADJACENT 
E - NEW ROOFTOP ADDITION
* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88

KEY NOTE LEGEND

A A

C

E

E

E



NORTH ELEVATION (28TH STREET)
1891

T.O. HIGH PARAPET
  ±100’

BLOCK D - 2ND FLOOR
  21.7’

BLOCK D - 3RD FLOOR
  32.6’

BLOCK D - 4TH FLOOR
  42.9’

BLOCK D - 5TH FLOOR
  53.3’

BLOCK D - 6TH FLOOR
  63.7’

BLOCK D - 7TH FLOOR
  74.0’

T.O. LOW PARAPET
  ±90.8’ (VARIES)

D.F.E.
  12.0’

BLOCK D - 
GROUND FLOOR
  11.4’

NAVD88
  0.0’

2 4 6 8 10 12 14 1816 242220 26

BLOCK D BLOCK C BLOCK ABLOCK B

45

A - FULL ARCH MASONRY OPENING WITH 10/10 DOUBLE HUNG WINDOW & 10 LITE FIXED TRANSOM
B - SEGMENTED ARCH MASONRY OPENING 15/15 DOUBLE HUNG WINDOW

* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88

KEY NOTE LEGEND

BB B BA A



NORTH ELEVATION (28TH STREET)
EXISTING

BLOCK D - 2ND FLOOR
  21.7’

BLOCK D - 3RD FLOOR
  32.6’

BLOCK D - 4TH FLOOR
  42.9’

BLOCK D - 5TH FLOOR
  53.3’

BLOCK D - 6TH FLOOR
  63.7’

BLOCK D - 7TH FLOOR
  74.0’

STORE 3 - 9TH FLOOR
  100.6’

STORE 3 - ROOF
  112.6’

D.F.E.
  12.0’

BLOCK D - 
GROUND FLOOR
  11.4’

NAVD88
  0.0’

T.O. EXISTING 
BULKHEAD
  ±135.5’

T.O. EXISTING PARAPET
  ±90.8’ (VARIES)

2 4 6 8 10 12 14 1816 242220 26

BLOCK D BLOCK C BLOCK ABLOCK B

46

KEY NOTE LEGEND

B BA AC C CD

A - ORIGINAL FULL ARCH MASONRY OPENINGS,  WINDOWS VARY BY AGE & TYPE
B - ORIGINAL SEGMENTED ARCH MASONRY OPENINGS,  WINDOWS VARY BY AGE & TYPE
C - RECTANGULAR MASONRY OPENINGS, ORIGINAL TO RECONSTRUCTION, WINDOWS VARY BY AGE & TYPE 
D - NON-ORIGINAL RECTANGULAR MASONRY OPENINGS, WINDOWS VARY BY AGE & TYPE

* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88



NORTH ELEVATION (28TH STREET)
PROPOSED DESIGN

BLOCK D - 2ND FLOOR
  21.7’

BLOCK D - 3RD FLOOR
  32.6’

BLOCK D - 4TH FLOOR
  42.9’

BLOCK D - 5TH FLOOR
  53.3’

BLOCK D - 6TH FLOOR
  63.7’

BLOCK D - 7TH FLOOR
  74.0’

D.F.E.
  12.0’

BLOCK D - 
GROUND FLOOR
  11.4’

NAVD88
  0.0’

BLOCK C - MECH. SCREEN
  98.8’

BLOCK C - T.O. MECH.   
  115.0’

STORE 3 - 9TH FLOOR
  100.6’

STORE 3 - 10TH FLOOR
  112.6’

T.O. EXISTING MASONRY
  ±135.5’

T.O. EXIST. PARAPET
  ±90.8’ (VARIES)

STORE 3 - PENTHOUSE ROOF
  126.6’

T.O. MECH. BULKHEAD
  178.5’

2 4 6 8 10 12 14 1816 242220 26

BLOCK D BLOCK C BLOCK ABLOCK B

47

B BA AC C CC D D EE

KEY NOTE LEGEND
A - EXISTING FULL ARCH MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
B - EXISTING SEGMENTED ARCH MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
C - EXISTING RECTANGULAR MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
D - NEW RECTANGULAR MASONRY OPENINGS & WINDOWS TO MATCH ADJACENT 
E - NEW ROOFTOP ADDITION
* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88



SOUTH ELEVATION (27TH STREET)
1891

2ND FLOOR
  19.3’

3RD FLOOR
  30.8’

4TH FLOOR
  42.5’

5TH FLOOR
  53.7’

6TH FLOOR
  64.8’

7TH FLOOR
  76.2’

T.O. EXISTING PARAPET
  ±88.7’ (VARIES)

T.O. HIGH PARAPET
  ±98’

D.F.E.
  12.0’

GROUND FLOOR
  8.5’

NAVD88
  0.0’

BLOCK DBLOCK CBLOCK A BLOCK B

13579111317 1523 21 19

48

KEY NOTE LEGEND

BB B BA A

A - FULL ARCH MASONRY OPENING WITH 10/10 DOUBLE HUNG WINDOW & 10 LITE FIXED TRANSOM
B - SEGMENTED ARCH MASONRY OPENING 15/15 DOUBLE HUNG WINDOW

* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88



SOUTH ELEVATION (27TH STREET)
EXISTING

2ND FLOOR
  19.3’

3RD FLOOR
  30.8’

4TH FLOOR
  42.5’

5TH FLOOR
  53.7’

6TH FLOOR
  64.8’

7TH FLOOR
  76.2’

T.O. EXISTING PARAPET
  ±88.7’ (VARIES)

T.O. EXISTING BULKHEAD
  ±135.5’

D.F.E.
  12.0’

GROUND FLOOR
  8.5’

NAVD88
  0.0’

9TH FLOOR
  98.8’

BLOCK B - ROOF
  112.6’

BLOCK DBLOCK CBLOCK A BLOCK B

13579111317 1523 21 19
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KEY NOTE LEGEND

B BA BC A

A - ORIGINAL FULL ARCH MASONRY OPENINGS,  WINDOWS VARY BY AGE & TYPE
B - ORIGINAL SEGMENTED ARCH MASONRY OPENINGS,  WINDOWS VARY BY AGE & TYPE
C - RECTANGULAR MASONRY OPENINGS, ORIGINAL TO RECONSTRUCTION, WINDOWS VARY BY AGE & TYPE 
D - NON-ORIGINAL RECTANGULAR MASONRY OPENINGS, WINDOWS VARY BY AGE & TYPE

* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88



SOUTH ELEVATION (27TH STREET)
PROPOSED DESIGN

2ND FLOOR
  19.3’

D.F.E.
  12.0’

GROUND FLOOR
  8.5’

NAVD88
  0.0’

3RD FLOOR
  30.8’

4TH FLOOR
  42.5’

5TH FLOOR
  53.7’

6TH FLOOR
  64.8’

7TH FLOOR
  76.2’

8TH FLOOR
  87.5’

13TH FLOOR
  153.9’

ROOF
  168.2’

T.O. MECH. BULKHEAD
  178.5’

9TH FLOOR & BLOCK C - MECH. SCREEN
  98.8’

10TH FLOOR
  111.4’

11TH FLOOR
  125.4’

12TH FLOOR
  139.7’

BLOCK C - T.O. MECH.   
  115.0’

BLOCK DBLOCK CBLOCK A BLOCK B

13579111317 1523 21 19
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KEY NOTE LEGEND

B BA BC EE A

A - EXISTING FULL ARCH MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
B - EXISTING SEGMENTED ARCH MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
C - EXISTING RECTANGULAR MASONRY OPENINGS WITH NEW SINGLE LITE WINDOWS
D - NEW RECTANGULAR MASONRY OPENINGS & WINDOWS TO MATCH ADJACENT 
E - NEW ROOFTOP ADDITION
* SEE STOREFRONT ELEVATIONS FOR GROUND & SECOND FLOOR 
* ALL ELEVATIONS FROM NAVD88
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WEST ELEVATION (12TH AVENUE)
FACADE LIGHTING

EAST ELEVATION (11TH AVENUE)
FACADE LIGHTING

C
C

D

C

D

F

E

BB

AALKQH KNH

F

D

G

F

G

M

C

A - BI-DIRECTIONAL WALL SCONCE.
B - SPOT DOWNLIGHTING.
C - NARROW SPOT UPLIGHTING.
D - LINEAR UPLIGHTING.
E - WALL WASH UPLIGHTING.
F - LINEAR GRAZER. 
G - UPLIGHTING.
H - INTEGRAL LED STRIP.

I - NEON SIGNAGE. 
J - LED STRIPLIGHT.
K - INGRADE LINEAR UPLIGHTING. 
L - FLOOD UPLIGHT.
M - DOWNLIGHTING.
N - LINEAR SOFT UPLIGHTING.
O - HIGH GRAZER.
P - SPOT LIGHTING.

Q - SURFACE MOUNTED CUSTOM PICTURE LIGHT.

KEY NOTE LEGEND
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C

C

D

E

P

B

AI CMOMN

F

F D

F

NORTH ELEVATION (28TH STREET)
FACADE LIGHTING

J

A - BI-DIRECTIONAL WALL SCONCE.
B - SPOT DOWNLIGHTING.
C - NARROW SPOT UPLIGHTING.
D - LINEAR UPLIGHTING.
E - WALL WASH UPLIGHTING.
F - LINEAR GRAZER. 
G - UPLIGHTING.
H - INTEGRAL LED STRIP.

I - NEON SIGNAGE. 
J - LED STRIPLIGHT.
K - INGRADE LINEAR UPLIGHTING. 
L - FLOOD UPLIGHT.
M - DOWNLIGHTING.
N - LINEAR SOFT UPLIGHTING.
O - HIGH GRAZER.
P - SPOT LIGHTING.

Q - SURFACE MOUNTED CUSTOM PICTURE LIGHT.

KEY NOTE LEGEND
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SOUTH ELEVATION (27TH STREET)
FACADE LIGHTING

C

C

D

F

B

I JMOCMN

E

D

A - BI-DIRECTIONAL WALL SCONCE.
B - SPOT DOWNLIGHTING.
C - NARROW SPOT UPLIGHTING.
D - LINEAR UPLIGHTING.
E - WALL WASH UPLIGHTING.
F - LINEAR GRAZER. 
G - UPLIGHTING.
H - INTEGRAL LED STRIP.

I - NEON SIGNAGE. 
J - LED STRIPLIGHT.
K - INGRADE LINEAR UPLIGHTING. 
L - FLOOD UPLIGHT.
M - DOWNLIGHTING.
N - LINEAR SOFT UPLIGHTING.
O - HIGH GRAZER.
P - SPOT LIGHTING.

Q - SURFACE MOUNTED CUSTOM PICTURE LIGHT.

KEY NOTE LEGEND
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A
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EXTERIOR LIGHTING
L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE

EXTERIOR LIGHTING
L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE

EXTERIOR LIGHTING
L&L HOLDING COMPANY / NORMANDY REAL ESTATE PARTNERS - TERMINAL WAREHOUSE

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD

PHOTO

LX07 LX04 LX12 LX01A LX01 LX08A

NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
LUMINAIRE

GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT

TYPE J K L M N O P Q

LOCATION SIGNAGE ON MARQUEES EAST MAIN ARCH ENTRANCE EAST MAIN FAÇADE UNDERNEATH MARQUEES TYPICAL EXTERIOR MARQUEES
FOOD MARKET EXTERIOR 

MARQUEES
ROOFTOP ADDITION

EAST MAIN FACADE ARCH 
ENTRANCE SIGNAGE

DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD
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NAME CYLINDER FAÇADE 
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GRASSHOPPER PROJECTOR GEN2 RISE F170 SINGLE LINEAR GRAZER RISE F080 SINGLE GEN3 NEON LIGHT FIXTURE TBD

TYPE A B | C D E F G H I

LOCATION
CORNER FAÇADE STORE FRONT 

WINDOW
B - CORNER FAÇADE DOWN     

C - CORNER FAÇADE UP
SHUTTER WINDOW EXTERIOR ROOFTOP WATER TOWER AND CHIMNEY FLAG VERTICAL POLE EXTERIOR HANDRAIL

SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET

DESCRIPTION Housing: corrosion-resistant 
aluminum profile, No-Rinse 
surface treatment. Double 
powder-coated. Optimized 
surface for reduced 
accumulation of dirt. Tamper-
proof screw.

Housing, hinge and mounting 
plate: corrosion-resistant, cast 
aluminum, No-Rinse surface 
treatment. Double powder-
coated. Optimized surface for 
reduced accumulation of dirt. 
Hinge with scale and internal 
wiring.

An architectural-grade, wet-
location LED luminaire 
engineered for the 
illumination and grazing of 
walls and surfaces, with 
perfect continuous light and 
plug-together design.

Rise F170 Single is a powerful 
and compact LED light 
fixture, delivering up to 2900 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

TBD - Fixture will not be 
visible from street level.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.

Gen 3 is an architectural-
grade, wet-location LED 
luminaire engineered for the 
illumination & highlighting of 
walls & surfaces.

All neon to be provided with 
15mm od, dimmable france x-
formers. All neon is 15mm 
White EGL.
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INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT

LUMENFACADE NANO LUMENFACADE RISE F080 SINGLE SURFACE MOUNTED 
CUSTOM PICTURE LIGHT
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DESCRIPTION To be provided by Signage 
manufacturer. 90+CRI, IP65.

The Lumenfacade Inground is 
an LED luminaire designed for 
ground-recessed lighting 
applications, including 
asymmetric wall washing, 
grazing, and linear wayfinding.

IP55. Bracket mounted LED 
floodlight. Integral control 
gear. Special effects can be 
realized with linear lens, or 
flood lens.

A compact LED ceiling 
mounted downlight with 
partially frosted crystal glass. 
The partially frosted crystal 
glass creates an additional 
vertical light component that 
supplements the downlight. 

The Lumenfacade Nano 
White and Static Colors is a 
high-efficiency linear LED 
luminaire that goes where no 
façade lighting has gone 
before.

The Lumenfacade is a high-
performance linear LED 
luminaire for grazing or 
floodlighting exterior walls 
and facades.

Rise F080 Single is a powerful 
and compact LED light 
fixture, delivering up to 745 
lumens, that can be used in 
spot, accent, landscape and 
floodlight applications.
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NAME CYLINDER FAÇADE 
LUMINAIRE
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TYPE A B | C D E F G H I

LOCATION
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SIGNAGE AT THE ENTRANCE OF 
FOOD MARKET
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treatment. Double powder-
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location LED luminaire 
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White EGL.

PHOTO

LX03 LX02A LX06 LX10 LX08 LX09 LX11

NAME LED STRIPLIGHT LUMENFACADE 
INGROUND

WALL BRACKET LED CEILING MOUNTED 
DOWNLIGHT
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EXTERIOR LIGHTING DETAILS
VISIBLE FROM STREET

* ALL CONDUIT TO BE HIDDEN BY MEANS OF 
ROUTING BACK THROUGH EXISTING MASONRY 
WALL

EXISTING MASONRY 
WALL, TYP

RESTORED “CENTRAL 
STORES” SIGNAGE

MASONRY ARCH
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