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Asphalt with 

cobble underlayer 

Cobble with 

asphalt 

patching 

York St & Pearl St 
Existing Conditions - Materials 

Community request to repair 

condition of cobblestone on York St 



Existing Conditions – Photos (looking SE) 5 



Existing Conditions – Photos (looking E) 6 



Existing Conditions – Photos (looking W) 7 



Existing Conditions – Photos (looking NE) 8 



York St & Pearl St 
Previously Proposed 2015 Plan 

Extended 

sidewalk space in 

paint and concrete 

DOT sponsored 

programming in 

coordination with 

local partners 

35 Feet 

New granite 

paver crosswalks 
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Thermal finish laser-

cut cobble sidewalk 

5 new granite 

paver crossings 

Repaired cobble with bicycle 

treatment on York St between 

Jay St and Adams St 

York St & Pearl St 
Revised 2016 Proposal 
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Notes: 

• Treatment consistent with Pearl St. Plaza capital project 

materials 

• New concrete requires excavation of existing asphalt 

and cobbles 

• Removed cobbles to be stored and reused in  DUMBO  

  

Provides ADA accessibility 

Improves pedestrian safety 

by reducing road width 

Provides sidewalk along 

pedestrian desire line 



Sidewalk Treatment 
Laser cut thermal 

finish cobbles 

Length . . . . . . . . 9 to 10-1/2 1/2” 1” 8-1/2 2-1/2” 2-1/2” 
Width  . . . . . . . . 4 to 4-1/2 1/2” 0” 4 1/2” 3/4” 
Depth  . . . . . . . . 4 to 5 1/2” 0” 4-1/2 1” 3/4” 

Standard Highway Specifications (Nov 1, 2010) 
  
6.04 – Granite Block Wearing Course  

 
6.04.3. MATERIALS 

Materials shall comply with the following requirements: 
Granite Block--Section 2.06, Types 1 or 2, except that no b lock shall be less than six (6”) inches long, four 
(4”) inches wide and five (5”) inches deep. 

Whereby: 
SECTION 2.06 - Block, Granite 

Blocks shall be of the following sizes: 
 

Grade 1 -- Standard                                            Grade 2 -- Redressed 

         Five (5”) inch                                                                                         

Dimensions,           Tolerance,                     Dimensions,        Tolerance, 

Inches                 Plus  or    Minus,                 Inches          Plus  or     Minus, 

                                 Inches                                                         Inches          

 

 

 

 
Each delivery of Grade 1 Blocks shall average not less than ten (10”) inches in length. 
The maximum sizes for Grade 1 and Grade 2 granite blocks are therefore as follows: 
Grade 1: 11 x 5 x 5.5 

Grade 2: 11 x 4.5 x 5.5 

Material consistent with the planned 

treatment of Pearl St Plaza 

Granite curbs 
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Crosswalk Treatment 

5 new granite 

paver crossings 



Bicycle Treatment 

Bicycle lane treatment in cobble street 

– LPC approved Sept 10, 2013 

Photo: Varick St 
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Existing 
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Proposed Rendering 
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1. Improves connectivity and safety for 

pedestrians, bicycles, and vehicles 

2. Provides programmable pedestrian space 

3. Consistent with treatment elsewhere in historic 

district 

 
 

Benefits 

16 16 



www.nyc.gov/dot 
Thank 

You 


