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Project Overview

14th Street View
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Historic Photos

West 14th Street, 1931 (NYPL)
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Historic Photos

Tax Photo, c. 1940 Tax Photo, c. 1980 LPC Designation Photo, c. 2002
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Existing Base Photos
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Existing Roof Photos

3 - Looking South Key Plan
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Existing Canopies in the District
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Existing Bulkheads in the District
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Existing First Floor Plan
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Proposed First Floor Plan
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Existing & Proposed Facade Elevations

N

Existing Elevation
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EXISTING BULKHEAD

ADJACENT BUILDING

INFILLED BRICKTO
MATCH ADJACENT

NEW WALL SCONCE

NEW BLADE SIGN WITH
INTEGRATED DOWNLIGHT

MODIFIED STOREFRONT
NEW GLASS ENTRY DOORS

4

NEW ROOF ACOUSTICAL BARRIER: METAL
PANELS PAINTED TO MATCH EXISTING
PAINTED BRICK

o | ¥ | .0. ACOUSTIC BARRIER

633"

EXISTING BULKHEAD

ROOF

48'-0"

EXISTING BRICK,

PAINTED BLACK

~ LEVELO3

308"

ADJACENT BUILDING

INFILLED BRICKTO

MATCH ADJACENT

~ LEVEL02

17" -1 1/4"

NEW CANOPY

NEW SECURITY CAMERA

NEW BLADE SIGN WITH

INTEGRATED DOWNLIGHT

LEVEL 01

2'-01/2"

Proposed Elevation

LEVEL 01 - ENTRY
O"

MODIFIED STOREFRONT
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Proposed Facade & Canopy Details

BLADE SIGNAGE:
BLACK PAINTED FINISH

STEEL SUPPORT:
BLACK PAINTED FINISH

WALL SCONCE
SECURITY CAMERA

BLADE SIGN:
BLACK PAINTED FINISH

METAL DOOR AND SURROUND:
BLACK PAINTED FINISH

CLEAR GLASS DISPLAY WINDOW
WITH METAL FRAME

ENTRY PORTAL:
BLACK PAINTED FINISH

AUTOMATIC GLASS ENTRY DOORS

7

STEEL CANOPY STRUCTURE:
BLACK PAINTED FINISH

9'-93/4”

CLEAR GLASS
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Ground Floor Elevation
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CANOPY LIGHTING

7/ VA v/
/40 v

GLASS CANOPY WITH
STEEL STRUCTURE:
BLACK PAINTED FINISH

WALL SCONCE

SECURITY CAMERA

BLADE SIGN:
BLACK PAINTED FINISH

NEW WALL SCONCE

o015 Gensler .



Proposed Facade Details - East Bay

A Al

Key Plan

LEVEL 02 _ LEVEL02 $
17'-11/4" 17'-11/4"

-
- =
=
. =
WALL SCONCE ¥l N =
| T B
BLADE SIGN: BLACK PAINTED 3-9" )i S &l :
FINISH W/ PLATINUM PAINTED e e _"
AND CLEAR ACRYLIC LETTERING 319 AR :
- [ 1L I Z:: SN— AT I b i ™
§ 1'-61/4"
A 45 _ INTERIOR DISPLAY WINDOW
METAL FRAME AND SURROUND: WALL AND ACCESS DOOR:
BLACK PAINTED FINISH BLACK PAINTED FINISH
. . - : CLEAR GLASS WINDOW W/ METAL FRAME:
3 3 8 ! BLACK PAINTED FINISH
ENTRANCE DOOR: > _(
BLACK PAINTED FINISH 1
\
\
\
| \
\\
- LEVEL 01 - ENTRY LEVEL 01 - ENTRY
SR 7Y - amy g
East Bay - Section A East Bay - Section Al
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Proposed Facade Details - Center Bay
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e 9'-9.34"

12'-8

11'-015/16"

Center Bay - Section B
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10'-3 3/8"

1'-13/4"

~ LEVEL 02
17 -11/4"

GLASS CANOPY WITH STEEL STRUCTURE:
BLACK PAINTED FINISH

— METAL ENTRY PORTAL FRAME:
- BLACK PAINTED FINISH

AUTOMATIC GLASS ENTRY DOORS W/ METAL FRAME:

BLACK PAINTED FINISH

LEVEL 01 - ENTRY
g

Key Plan
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Proposed Facade Details - West Bay

CLEAR GLASS WINDOW W/ METAL
FRAME: BLACK PAINTED FINISH

METAL PANELING AND SURROUND:
BLACK PAINTED FINISH

Y

S AN AN AR

k)

LEVEL 02
17'-11/4"

West Bay - Section C
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METAL SURROUND:
BLACK PAINTED FINISH

EGRESS DOOR:
BLACK PAINTED FINISH

LEVEL 01 - ENTRY

West Bay - Section C1
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Proposed Entry Portal Signage Details

4” LED SIDE-LIT LETTERS:
PLATINUM PAINT FINISH

ENTRY PORTAL:
BLACK PAINTED FINISH \

1090 842 1090

4341 331 14241

150
941

4428
07341

i
1265 ‘ 338 1263

149471 / REZS] 14941
2866

1 3/ " LETTERS : / 12471
CLEAR ACRYLICFINISH

Elevation Detail

E"LG‘ [T [T I ] ] [ } } } [ } ]
o Zd ]
ENTRY PORTAL: _/
o5 BLACK PAINTED FINISH 4” LED SIDE-LIT LETTERS:
. PLATINUM PAINT FINISH
4” LED SIDE-LIT LETTERS: Raised Lettering Plan Detail

PLATINUM PAINT FINISH

1737

2471

13/4” LETTERS:
CLEAR ACRYLICFINISH

961

3471

Section Detail
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Proposed Blade Sign Details

SIGN FRAME:
/ BLACK PAINTED FINISH

o
3” LED SIDE -LIT LETTERS: e e / i
PLATINUM PAINT FINISH 1 '/
1
|

i

|
A 3539 / 2534 3527
3% / 1107 1371

DETAIL S=1/6 (A3)

11/4” LETTERS:
CLEAR ACRYLICFINISH

Elevation Detail

SIGN FRAME:
/ BLACK PAINTED FINISH
5 s SIGN BRACKET:

= / o o 2 o / BLACK PAINTED FINISH

60
%1

3” LED SIDE -LIT LETTERS:
PLATINUM PAINT FINISH

320
2%
200
3

11/4” LETTERS:
CLEAR ACRYLICFINISH

|
[
60
i 2%

INTEGRATED DOWNLIGHT SCONCE

Detail A Detail C

412 W. 14th Street | Landmarks Preservation Commission Submission | November 24th, 2015 o015 Gensler



Existing Roof Plan
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Proposed Roof Plan
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EXISTING PARAPET, 3-0" H‘
~50'-6" ABOVE SIDEWALK G

IGH AND
RADE

¢

ROOFTOP EQUIPMENT ENCLOSED
IN ACOUSTICAL BARRIER

®_® 760 g

EXISTING EM‘ERGENCY

ADJACENT ROOF

GENERATOR ON DUNNAGE

FDNY ACCESS PATH

A

EXISTING STAR

| [P1o

BULKHEAD M

W. 14TH STREET

EXISTING THREE-STORY ROOF

UNBUILDABLE AREA PER

BUILDING REQUIREMENTS

EXISTING STAIR
BULKHEAD

ADJACENT BUILDING

PROPOSED ACOUSTICAL
ENCLOSURE; 16'-0" HIGH

(=)

ADJACENT ROOF

()

UNOBSTRUCTéD ROOFTOP ACCESS LOCATIONS AND LANDINGS

CLEAR PATH aLEARANCES
ROOFTOP DOOR OPENING CLEARANCES (6' RADIUS)
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Existing Building Section
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Proposed Building Section
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Existing and Proposed Views - 14th Street and Ninth Avenue

KEY PLAN

Existing View Mock-Up View Mock-Up Rendering
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Existing and Proposed Views - Across 14th Street

KEY PLAN

Existing View Mock-Up View Mock-Up Rendering
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Appendix - 2004 Facade Alterations
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Appendix - Proposed Exterior Light Fixtures

WALL SPOT LIGHT

0o

IVT108-B(INTENSE)

MR16-50-B01-12-927-35(SORAA)

MR16 GU5.3(35° /2700K/460Im) % Black
% LH3(Lens Holder)
% PFL4-S(Soft Focus Lens)

IVT108

Order Matrix | Examgle: (VTI08ST-TR

120012V Electronic transfarmer
only included if specified

Low Voltage Wall Mount Mini Cylinder Downlight

For uze with a single gang junctien box

ST | Brushed Stainless Steel
R | Bronze Alumingm

B | Black Aluminum

SU | Surface™’

Accessories
L I o ta 301 %67 filkers &

A B 4
A | Series C | Accessones
NTIO08 | Canspyloe 2" x 3" mwilch “IR | 12012V Electronic Transformer
box ~IPVI00 | i5° Cutoff Directionat Shisld
B | Finish '

diffusion filter and two color

filters or leyvers. Triple medis leng hefder required

-
LH3: Media Holder

PFLIGE-S.

Accassaries Color Filters Filter Media
LK | 13 Media Lo Holder |  PLE-S | AnberLam PFLI-S | Prismatic Spreed Lons
PLE-S | Red Lenz PFLE-5 | Linear Spread Lens
S e
PLB-S | Green lzns PRLE-5 | Saft Farus
PL®-S | Hloe Lens ]

Black His Lousvar

19"

DESCRIPTION

The Vortech mini cylinder downlight is for
usa with (1] 12V MATE 50W max. Fixtures
e avallable in 316 staintess steal or
die-cast alumingm. The 31 stainiess stesl
is of marine grade quality and has superior
corresion resistance. Die-cast aluminum is
vzilable in powder caated black or hranze.
Custom powdes coat finishes are available,
conzalt factory. To erswre the natursl
appearance of stainless steel, ragular
cleaning is necessary.

FEATURES

- hesthetic appearance

= Easy lamp replacement, Lamp covers held
by tamper peoof lacking scraws

- Dptiana! integral 170/ 12VAC electranic
transformer included if specified. Specity
-TR

= [ndoor | oatdeor applications

- Back plate allows fixture ts mownt flash
agains? the wall without exposed back
plate

(11 50W 17V MR16

SOCKET
G653

MOUNTING
Rectangle canopy for 2° x 37 switch box

ELECTRICAL

120V input. Foctere i5 ETL listed for wet
Incations. Firture may be dimmed without
special modification or specification.
Specity -TR for 120/1VAC electronic
transtosmer,

MAINTENANCE

Stainless steel 1equires regular cleaning
and maintenance to prevent tamishing ar
Tea staining.

SURFACE™ SIMULATED NATURAL

FINISHES

- Awailable in 17 standard wood grain powdar
coated finishes

= Consult tactary

ACCESSORIES

LH3: Lens cap accommadates accessory
holder. Allows the sse of up-ta (3 1 %
media/color filters: Filters must be ordesed
separately.

TPV100: Directional shield provides 457
cuteff, Specify at the end of part numbar,
Factory installad

LISTING
ETL Listed to US and Canadian standards for
wet locations.

Wall Sconce
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WALL SPOT LIGHT

o

iy

IVT101-B(INTENSE)

MR16-50-B01-12-927-35(SORAA)

MR16 GU5.3(35° /2700K/460Im) % Black

IVT101
Low Voltage Adjustable Wall Mount Cylinder

120/12V Electronic transformer
only included if specified

For use with a3 2" round junction box

Order Matrix | Example: WTI21ST-TR

A ] C

A | Series £ | #ecessivies

INTI01 | Adjustble Wall Mosnt - | 120/ V2V Elsctronic Transhormer
Cylinder

Finish '
Brushed Stainlzss Steel

w
a2

=B

Black Aluminum
SU | Surface™ f

Nates:
1. Custom powder cost finishes available, consult factery. Minimum seder quantity apply.
I See Surface” simulated natural finishes submittal sheet for specification

DESCRIPTION

The Vortech adjustable mini cylinder is for use with {1) 12V MRTE SOW max. Adiustable sp
to 358" and locking hex screw for precise aiming. Fixtures are available in 316 stainless
steel or die-cast aluminum. The 316 stainless steel is of marine grade quality and has
supesior commosion resistance. Die-cast aluminam is available in powder-coated black or
bronze. Custom powder coat finishes are available. Corsult factory. To ensare the nataral
appearance of stainless steel, regular cleaning is necessary,

FEATURES

- Aesthetic appearance

- Easy lamy replacement

~ Indeor [ outdoer applications

- Back plate allows fisture to mount flush againct the wall without exposed back plate

Lamp
{11 50W 12V MR1&

SOCKET
653

MOUNTING
3 %" round junctian box

ELECTRICAL

120V inpet_ Finture s fully gasketed and ETL listed for wet locations. Fixture may be
dimmed without special modification or specification. Specify ~TR for 120/17VAC electronic
transformer.

MAINTENANCE
Stainless stael roguires requtar cleaning and maintenance to prevent tamishing o tea
staining.

SURFACE™ SIMULATED NATURAL FINISHES
- Available in 12 standard wood grain powder coated finishes
- Consull factory

LISTING
ETL listed to US and Canadian standards for wet ocations

Canopy Downlight
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