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2 PARK AVENUE 

Built 1926-28; Architect Ely Jacques Kahn of 
Buchman & Kahn 

(aka 37-53 East 32ND Street, 40-58 East 33RD

Street)                                             Date April 18, 2006, Designation List 372

The colorful and striking 2 Park Avenue Building, 
built in 1926-28 on lower Park Avenue, was 
designed by one of New York’s foremost 
architects of the first half of the twentieth century, 
Ely Jacques Kahn.       Date April 18, 2006, Designation List 372 Slide 2 of 14

  



View at Corner of Park Avenue 
and East 32nd Street 

2 Park Avenue is 28 stories 
high, with its main façade 
facing Park Avenue and
secondary facades along both 
32nd and 33rd Streets. There is 
a double-height ground story 
with retail storefronts on all 
three facades, all of which have 
been modernized. 

Date April 18, 2006, Designation List 372

View at Corner of East 32nd

Street Looking West (Left) and 
Looking North (Right)

2 Park Avenue represents one 
of Kahn’s finest essays into Art 
Deco or Modernistic style 
architecture.

Date April 18, 2006, Designation List 372
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The restaurant storefront is modeled after a 
Parisian Restaurant and carries with it imagery 
conducive to a French style restaurant motif.  The 
existing Artisian Fromagerie and future French 
style restaurant tenants have selected this 
location for is treasured design.

The restaurant storefront is comprised of a steel 
frame with single pane glass inswing doors along 
the center and a flanking set of outswing doors.  
Overhead, two horizontal layering of transom 
glass. Slide 4 of 14



Existing canopy will remain. The color of the existing storefront is painted 
yellow as a continued homage to its Parisian 
imagery.  The color would remain and is carried by 
the multi-colored terra-cotta façade that includes a 
yellow, a sky blue, a sunset orange and other earth 
tones.
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The existing welded steel framing has gone 
unmaintained and seen much deterioration all 
throughout that has resulted in operational 
difficulties.

A rusted and deteriorated frame prevents weather 
tight closure of doors and the replacement with 
non-similar decorated panels.  Make-shift use of 
flatware compensates the bowed door leafs and 
holds the doors closed. Slide 6 of 14 



Fixed and operable door panels have no 
waterproofing and allow water infiltration beneath 
the doors.

Connections of interior building systems have 
become damaged where water infiltration has 
bypassed the wall framing.
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Extents of deteriorated framing members reach all 
components of the steel framed wall.  Retrofit light 
fixtures added by the tenant have expedited the 
deleterious conditions.

Retrofit repairs to individual components have 
become exhaustive and become less and less 
effective with each attempt.
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32nd Street Façade - The existing restaurant was excluded from the Building’s Façade Design Master Plan as its 
scale and materiality set it apart from the more contemporary commercial storefront systems.

32nd Street Façade – An investigative drawing that illustrates the complete change in character that occurs when the 
design principles of the Façade Design Master Plan are applied to the restaurant storefront
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EXISTING EAST 32ND STREET, STREET LEVEL FAÇADE

EXISTING EAST 32ND STREET,          
STREET LEVEL FAÇADE 

ENLARGED IMAGE OF 
RESTAURANT FACADE
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2 ENLARGED STOREFRONT ELEVATION

1 PARTIAL SOUTH ELEVATION (32ND STREET)

SCALE: 1/8"=1'-0"

SCALE: 1/16"=1'-0"

ENTRANCE EGRESSSWING DOORS

LOADING DOCK CHASE BANK (MASTER PLAN  STOREFRONT)

EAST 32ND STREET PART- ELEVATION 

INFILL RESTAURANT WALL ELEVATION 
SWING DOORS

INFILL RESTAURANT WALL 
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EXTERIOR

INTERIORINTERIOR

EXTERIOR

Restaurant Storefront
Replacement at 2 Park Avenue

New York, NY 10016

Cushman & Wakefield
2 Park Avenue

New York, NY 10016

A  PLAN SECTION AT PROPOSED DOOR MEETING RAILA SCALE: 1'=1'-0"
PLAN SECTION AT EXISTING DOOR MEETING RAIL

SCALE: 1'=1'-0"
DETAIL A- HORIZONTAL SECTION AT EXISTING 
DOOR MEETING RAIL

DETAIL A- HORIZONTAL SECTION AT PROPOSED 
DOOR MEETING RAIL
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INTERIOR

EXTERIOR

INTERIOR

EXTERIOR
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B PLAN SECTION OF EXISTING FIXED GLASS PANEL AT  WALL B PLAN SECTION AT PROPOSED FIXED GLASS PANEL AT WALL
SCALE: 1'=1'-0" SCALE: 1'=1'-0"

DETAIL B- HORIZONTAL SECTION AT EXISTING 
INFILL GLASS TO BUILDING

DETAIL B- HORIZONTAL SECTION AT PROPOSED 
INFILL GLASS TO BUILDING
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EXTERIOR

INTERIOR INTERIOR

EXTERIOR
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C PLAN SECTION AT EXISTING VERTICAL MULLION C PLAN SECTION AT PROPOSED VERTICAL TUBE MULLION
SCALE: 6"=1'-0"SCALE: 6"=1'-0"

DETAIL C- HORIZONTAL SECTION AT PROPOSED 
DIVIDING MULLION

DETAIL C- HORIZONTAL SECTION AT EXISTING DIVIDING 
MULLION
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INTERIOREXTERIOR INTERIOREXTERIOR
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D SECTION DETAIL AT EXISTING DOOR BASE D SECTION DETAIL AT PROPOSED DOOR BASE
SCALE: 6"=1'-0" SCALE: 6"=1'-0"

DETAIL D- VERTICAL SECTION AT EXISTING DOOR 
WOOD BASE PANEL

DETAIL D-VERTICAL SECTION AT PROPOSED 
DOOR WOOD BASE PANEL
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