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SMITH-MILLER + HAWKINSON ARCHITECTS
305 CANAL STREET NEW YORK NEW YORK 10013

Scope of Work for the remedy of New York City Landmarks
Preservation Commission violations served:

Building Facade:
Work includes:

The removal and replacement of the two (2) exterior light fixtures above the two pedestrian doors with new linear LED fixtures installed at the soffits of the
exterior vestibules. Refer Lighting Specification sheets attached on Drawing Sk-“06".

The two pedestrian doors are to be cleaned of graffiti and painted to match the existing garage roll down shutter.

The removal of the ventilation grill at street level, south of the large rolling door and north of the southern most pedestrian door shall be removed and its
opening filled with brick to match existing in format, pattern and style.

The removal of the single “through-the-wall” air conditioner and sleeve at the second floor and its opening filled with brick to match existing in format, pattern
and style.

The existing large garage roll down shutter and enclosure are to be patched and painted to match the color of the existing shutter.

The two existing air-conditioning sleeves and grilles at the second floor are to remain and painted to match the color of the shutter.

The existing red paint on the brick at the street level shall be removed from the masonry units and mortar and prepared for an anti-graffiti treatment, refer
Sherwin-Williams Specification Sheet attached bellow.

Henry Smith-Miller, Architect
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Scope of Work for the remedy of New York City Landmarks
Preservation Commission violations served:

Building Facade:

Work includes:

The removal and replacement of the two (2) exterior light fixtures above the two pedestrian doors with new linear LED fixtures installed at the soffits of the
exterior vestibules. Refer Lighting Specification sheets attached on Drawing Sk-“06".

The two pedestrian doors are to be cleaned of graffiti and painted to match the existing garage roll down shutter.

The removal of the ventilation grill at street level, south of the large rolling door and north of the southern most pedestrian door shall be removed and its
opening filled with brick to match existing in format, pattern and style.

The removal of the single “through-the-wall” air conditioner and sleeve at the second floor and its opening filled with brick to match existing in format, pattern
and style.

The existing large garage roll down shutter and enclosure are to be patched and painted to match the color of the existing shutter.

The two existing air-conditioning sleeves and grilles at the second floor are to remain and painted to match the color of the shutter.

The existing red paint on the brick at the street level shall be removed from the masonry units and mortar and prepared for an anti-graffiti treatment, refer
Sherwin-Williams Specification Sheet attached bellow.

Henry Smith-Miller, Architect
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SLEEVETO B
BE PATCHED TO

EXG A/C UNIT AN
REMOVED. BRICK T

07180

WATER REPELLENTS

Chemical

PRODULT NAME
CP-Graffit] & Watar Repallant

SPEC DATA

FIXTURE

EXG PAINT TO BE REMOVED/

BRICKWORK TO BE CLEANED

D TO MATCH
AND COATED WITH SACRIFICIAL

MATCH EXG

COILING DOOR TO B/
PROPOSED 3' LINEAR LED/g

VENT TO BE REMOVED. BRIC

MATCH EXG.
TO BE PATCHED TO MATCH EXG

EXG A/C UNITS (2) TO B/
REMOVED. EXG BRICK TO BE

EXG. NEW GRILLES (2) BY/
TITUS (ANODIZED BLACK) TO

BE INSTALLED WITHI

RENOVATED EXG SLEEVES.
RE-PAINTED. COLOR TO
ANTI-GRAFITI COATING

REPAIRED AS REQ'

If rain s mepected within twe hours following application, or f
high windy or sther canditiens pravent proger spplication. If rain

bz proceded tha pppllcation, thy surfaze Jhould be sllowed to
dry st laast 24 heurs, CP-Graffitl & Watar Repadlant will laave a
resldub Sn NONHOFSUS BUbSLREtEs SULh 68 Fiass windows, matal
framas and palnted swrfaces, Cautlon should ba talien with

spagiaity coated glawk cr plastie windews Chezk eampatibliity

bafo e application.
Parfarm 3 test arad on tha reguirsd jurfacaly) to detarming

product affactivanses gid Covarnge rates. A covamga e of 125
wyumra feat par gelion i@ recommandss for most masomey

durfases,
Can ba applisd by spraving, brushing or roling. For bast resulta

two applizationa ara racommenced with the sacond application

appies using & wet o wat teehnlgus, 1., the surface 1 wet from
the firt spplization but not gloesy. During spplizetion,

pracautions shauld be tnken to pretect tha surrsunding aran froim

ovarspray and run off of CP-Graffiti & Watar Rapallant.
Bowt results are obtained by applying CP-Graffitl & Warer

Rapallnt on &y POFolJ SuUbStrates, As & standsrd procasure,
frash corcrate should ba allowsd o dry for 28 daya bwfora

appiying,

In agditian, the actual mmount of mataral that 't used for ench
spplication i3 depandant on the mbsorptive mmpecity of tha

substrata,
guantiors on preduct parformanca, spplicstion matheds and

Technilcal sarvics angiraers and chemist ore svalinbla to armwer
charnicsl sompeuition.

containera to pprovad mpplizaters throughau? tha Unitad States.

Contast Chamicl Praducts Industrias, Inz. 1t 800-824-4358 for

CP-Graiit & Water Repllant is svellabla 1n 1, 5 and 55 galisn
Salad rapradentitiva in your rse,

Far spaciic Wiormation ragarding safe handling of thiy material

rafar to tha Matarial Safaty Cots Shaat,

prier ta high-praseurs danning for bast rasults.

INSTALLATION
TECHNICAL 8GRVICE

AVAILABILITY

PRECAUTICING

Industries, Inc.
Effactlva on rhany surfaces
Wil azguirs = elight was appears nce
Ol rasistant
Watar-yapor pErmeabla
Watar-based
Envirenmantally sompatlsta,

Guod wiker repallangy

DIng-pArt system

sllzene arel argenic wak that @ uzed as » saifpriming, sacrificial
WWeaithar nesistant

sobting.

Usa hot watar or ateam diaaning, prafarsily with high-prasurs
aguipmant {83 $0 C, BOD-1000 pai) or chemicel clean with
Charnical Protiucts’ safe and effective Seaffid Strippar.

bafors rezeating i nEcEssary, Motm: Chemicsl Produsts
Net intandad for balow-grade watarpreofing. Should not be
woplked if the surface vernparaties 1s Balow 20° F or abova 100° F,

Thi anerificinl partion of this eaating will withstand 1.3 washings
recommands Sraffiti Strippee

cencrits, resenry, brick, netusl and artificial stores, and plastar

Daaigrad for protecling abecrbant minernl subatrates, 4.4
sgalrst grafiid darmage.

7540 S 34™ 5t., Dklahorna City, Ok 73178
Mintura of sllans/diokans compounds. Emulsion bassd an @

{ROD) 824-3338 {409) 745-207D
@ Chamiagl Produsts Induidries, Ina. 2012

MANUFACTURER

Chamizal Products Industrigy, Ing.
PRODULCT DESCRIPTION
APPLICATIONS

GRARAITI REMOVAL
LIMTATIONS

All Rights Rasarvad

/01, 33 WOOSTER ST. PROPOSED ELEVATION AND PLAN
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